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Form 3160-3 FORM APPROVED
(August 1999) OMB No. 1004-0136

UNITED STATES Expires November 30, 2000
DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT U-28652
0 0 1 APPLICATIONFORPERMITTODRILLORREENTER 6. If Indian, Allottee or Tribe Name

la. Type of Work: DRILL REENTER 7. If Unit or CA Agreement, Name and No.

8. Lease Name and Well No.
b. Type of Well: OilWell GasWell Other Q Single Zone Multiple Zone GLEN BENCH #822-271

2. Name of Operator 9. API Well No.
WESTPORT OIL &GAS COMPANY L.P. 3 -O EL.'g
3A. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
P.O. BOX 1148 VERNAL, UT 84078 |(435p781-7024 ci whinwNei-I

. Ñw 5
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area
At surface NESE 2258'FSL & 588'FEL qq 9aç¶ yô, ó 4 2 /Ñ
At proposed prod. Zone ' /O9, if / 7 9/ SECTION 27-T8S-R22E
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
33.3 MILES SOUTHEAST OF VERNAL, UTAH UINTAH UTAH
11 IJistance tromproposed 16. No. of Acres in lease 17. Spacing Unit dedicated to this welllocation to nearest

pmperty or lease line, it 588'
(Also to nearest drig. unit line, if any) 1920 40

18.Utstancetromproposed location* Mbl-bR 19. Proposed Depth 20. BLM/BIA Bond No. on fileto nearest well, dnlhng, completed,
applied for, on this lease, ft TO TOPO 9,600' CO-1203

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
4824'GL UPON APPROVAL TO BE DETERMINED

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the S. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the
authorized office.

25.
* | Name (Printed/Typed) ' Date

// ) SHEILA UPCHEGO 9/16/2003

ULATORY A
ved (Signat Name (Printed/Typed) Date

goders y es BR^n! FYG.HILLTitl MN ONENVIRONMENTALSCIENTISTIN
I
I

Application approval does not wanant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, an: attached.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

SEP22
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GLEN BENCH 822-27I
NE/SE Sec. 27, TSS, R22E
UINTAH COUNTY, UTAH

U-28652

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. Geologic Surface Formation:

Fornation Depth

Uinta At Surface
Green River 2047'
Wasatch 5447'
Mesaverde 8247'
TD 9600'

2. Estimated Tops/Depths of Important Geologic Markers/Anticipated Gas:

Substance Formation Depth

Green River 2047'
Gas Wasatch 5447'
Gas Mesaverde 9600'

3. Pressure Control Equipment (Schematic Attached)

The BOP stack will consist of one l1" 5,000 psi annular BOP, one 11" 5,000 psi double ram,
and one l l' drilling spool. The lower ram will contain pipe rams, and the upper ram will
contain blind rams.

The choke and kill lines and the choke manifold will have a 5,000 psi minimum pressure
ratmg.

The hydrill will be testedto 1,500 psi. The rams, choke manifold, kelly safety valves, drill
string safety valves, and inside BOP will be tested to 5,000 psi.

4. Proposed Casing & Cementing Program:

The Surface casing and the Production casing will be new.

Please refer to the attached Casing & Cementing Program.

5. Drilling Fluids Program:

Please refer to the attached Drilling Fluids
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6. Evaluation Program: (Logging)

Please refer to the attached Drilling Program.

7. Abnormal Conditions:

Maximum anticipated bottomhole pressure calculated @9600' TD approximately equals 3,840 psi
(calculated at 0.4 psi/foot). Maximum anticipated surface pressure equals approximately 1,728 psi
(bottomhole pressure minus thepressure of a partially evacuated hole calculated at 0.22 psilfoot).

8. Anticipated Starting Dates:

Drilling is planned to commence immediately upon approval of this application.

9. Variances:

None anticipated.

10. Other:

A Class III Archaeological Study Report prepared by MOAC is



O VW 0
Westport 011and Gas Company, L.P.

DRILLINGPROGRAM
COMPANYNAME Westport Oiland Gas Co., LP DATE September 12, 2003

WELLNAME Glen Bench Federal 822-271 TD 9.600' MD/TVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,824' GL KB 4,841'

SURFACE LOCATION 2258' FSL, 588' FEL. NE/SE, SEC. 27, TSS, R22E BHL StraightHole

OBJECTIVE ZONE(S) Wasatch, Mesa Verde
ADDITIONALINFO Regulatory Agencies: BLM,UDOGM,Tri-County Health Dept.

e e

+I- 40' 20•

12-1/4" 9-5/8", 32.3#, H-40, STC .tir

Preset 5.Csg
@ 800

7" TOC@ 1,847'
calculated to surface

Platform Express
Mud Log siarts at 4000'

Grn River g 2,047'

8 : /4" 7", 23#, P-110, LTC Airmist/polymer
Aerated Water/Brine

8.3-9.0 ppg

4 1/2" TOC@ 4,94¶

Wasatch @ 5 44W

o Int csg @ 6,000'

Mverde @ 8,Wý
Top of tali cement @ 8,200'

Platform E>press 9.0-12.0 ppg
Mud Log to TD 6 /4" 4-1/2", 11.6#, HCP-110, LTI WBM

Max anticipated
Mud required

12 ppg
TD@



Westport Oil and Gas Company, L.P.
CASING PROGRAM

CONDUCTOR 20" 0-40'

2 270 370 254,000

SURFACE 9-5/8" O to 800 32,30 H-40 STC 1.53 3.66 11.26

8,720 5,650 SÈIO;000

INTERMEDIATE 7" 0 to 6,000' 23.00 HCP-110 LTC 2.25 2.01 4.90

106û0 8050 279990
PRODUCTION 4-1/2" O to 9,600' 11.60 HCP.110 LTC 2.76 1.44 2.87

1) Max Anticipated Surf. Press.(MASP) (Surface Casing) = (Pore Pressure at next cag point-(0,22 psilft-partial evac gradient x TVD of next csg point)

2) MASP (Int Casing) = Pore Pressure at Next Casing Point - (.22psilft-partial evac gradlent x TVD of next csg point)

3) MASP (Prod Casing) = Pore Pressure at TD - (.22psißt-partial evac gradient x TD)

(Burst Assumptions: Max Pore Press @Int shoe, TD = 9.0 ppg, 12.0 ppg EMW) .22 psi/ft - gradient for partially evac wellbore

(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: AirWeight of Casing*Buoy.Fact. ofwater)

MASP= 3878.4
CEMENT PROGRAM

SURFACE 800 Class G + 2% CaCl2 310 35% 15.80 1.16
+ 0 25 pps Celloflake

INTERMEDIATE LEAD 4,94T Premium Lite Il + 3% KCl+ 0.25 pps 380 70% 11.00 3.38
cèlloflakei+ pps gilsonite + 10% gel

+ 0.5% extender

TAIL 1,053' 50/50 Poz/G + 10% salt + 2% gel 220 70% 14.30 1.31

PRODUCTION Lead 3,253' Premium Lite IIHigh Strength + 5 pps 230 60% 13.00 1.97

Kolsesi+ 3ÈKÇl+ 0.05 ¢psStatic-free

+ 0.7% R-3 + 0.25 pps celloflake
+ 0.7*ÀFL-52

Tail 1,400' 50/50 Poz/G+3% gel+0.6% FL-52 160 60% 14.10 1.54
00.3%R-3+0,25pps celI+0.05pps Statlyfre

(silica will be added if needed)
*Substitute cal per hole volume plus 15% excess if accurate caliper is obtained

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe. 1 jt, Insert float. Centralize first 3 jointswith bow spring
centrallzers. Thread lock guide shoe.

INTERMEDIATE Float shoe, 1 jt, float collar. Centralize first 3 joints &everythirdjoint to top of tailcement with bow
springcentralizers.

PRODUCTION Float shoe, 1 jt, float collar. Centralize first 3 joints &everythirdjoint to top of cement with bow
spring centralizers.

ADDITIONALINFORMATION

Test casing head to750 psi after installing. Test surface casing to 1.500 psi prior to drilling out.
BOPE: 11" 5M with one annularand 2 rams. Test to 5,000 psi (annularto 2,500 pst) prior todrilling out. Record on chart recorder &
tour sheet. Function test rams on each trip. Maintain safety valve & inside BOP on rigfloor at all times.Kelly tobe equippedwithupper
& lower kelly valves.

Run Totco surveys every2000'. Maximum allowable hole angle is 5 degrees.

DRILLING ENGINEER: DATE:
Brad Laney

DRILLING SUPERINTENDENT: DATE:
Randy
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GLEN BENCH 822-27I

NE/SE SEC. 27, T8S, R22E
UINTAH COUNTY, UTAH

U-28652

ONSHORE ORDER NO. I

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Directions to the proposed location are attached.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

All existing roads will be maintained and kept in good repair during all drilling and completion
operations associated with this well.

2. Planned Access Roads:

The proposed access road is approximately 0.1 Miles +/-. Refer to Topo Map B.

The access road will be crowned (2 to 3%), ditched and constructed with a running surface of 18feet
and a maximum disturbed width of 30 feet. Graveling or capping theroadbed will be performed as
necessary to provide a well constructed, safe road. Prior to construction or upgrading, the proposed
road shall be cleared of any snow and allowed to dry completely.

Surface disturbance and vehicular trafficwill be limited to theproposed location and proposed access
route. Any additional area needed will be approved in advance. All construction shall be in
conformance with the standards outlined in the BLM and Forest Service publication: Surface
Operating Standards for Oil and Gas Exploration and Development. 1989.

The road surface and shoulders will be kept in a safe an usable condition and will be maintained in
accordance with theoriginal construction standards. All drainage ditches will be kept clear and free-
flowing and will be maintained according tooriginalconstruction standards. The access road surface
will be kept free of trash during operations. All trafficwill be confined to the approved disturbed
surface. Road drainage crossingsshall be designed so they will not cause siltationor accumulation of
debris in the drainage crossing or shall thedrainagesbe blocked by theroad bed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water off at frequent intervals by means of
cutouts. Should mud holes develop, they shall be filled in and detours around them avoided. When
snow is removed from the road during the winter months, the snow shall be pushed outside of the
borrow ditches, and the tumoutskept clear so that snowmelt will be channeled away from theroad.

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities:

Thefollowingguidelines will apply if the well is
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Surface Use and Operations Plan Page 2

All production facilities will be located on thedisturbed portion of the well pad and at a
minimum of 25 feet from the toe of theback slope or the top of the fill slope.

A dike will be constructed completely around those production facilities which contain
fluids(i.e., production tanks, produced water tanks,and/or heater/treater). These dikes
will be constructed of compacted subsoil, be impervious,hold 100% of the capacity of
the largest tank, and be independent of theback cut.

All permanent (on-site six months or longer) above the ground structures constructed or
installed, including pumping units, will be painted a flat, non-reflective, earthtone color
to match one of the standard environmental colors, as determined by the five state Rocky
Mountain Inter-AgencyCommittee.

All facilities will be painted within six months of installation. Facilities required to comply
with theOccupational Safety and Health Act (OSHA) will be excluded. The requested color
is Carlsbad Canyon (2.5 Y 6/2) as determined during the on-site inspection.

Any necessary pits will be properly fenced to protect livestock and prevent wildlife entry.

Refer to Topo Map D for theproposed pipeline .

5. Location and Type of Water Supplv:

Water for drilling purposes will be obtained from Dalbo Inc.'s underground well located in Ouray,
Utah, Sec.32, T4S,R3E, Water User Claim #43-8496, Application #53617.

Water will be hauled to location over theroads marked on Maps A and B.

No water well is to be drilled on this lease.

6. Source of Construction Materials:

Surface and subsoil materials in the immediate area will be utili2ed.

Any gravel will be obtained from a commercial source.

7. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in thereserve pit.

Drilling fluids, including salts and chemicals, will be contained in the reserve pit. Upon
termination of drilling and completion operations, the liquid contents of the reserve pit
will be removed and disposed of at an approved waste disposal facility within 120 days
after drilling is terminated.

The reserve pit will be constructed on the location and will not be located within natural
drainage, where a flood hazard exists or surface runoff will destroy or damage thepit
walls. The reserve pit will be constructed so that it will uot leak, break, or allow discharge
of
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Surface Use and Operations Plan Page 3

A plastic reinforced liner with felt is to be used as discussed during on-site inspection. It will be a
minimum of 12 mil thick,with sufficient bedding used to cover any rocks. The liner will overlap the
pit walls and be covered with dirt and/or rocks to hold it in place. No trash or scrap that could
puncture the liner will be disposed of in thepit.

Contractors should take caution to directblast in thepit around edges of ledge to avoid fracturing
rock.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical porta-toilet will be furnished with thedrilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. No trashwill be burned on location.

All debris and other waste material not contained in the trash cage will be cleaned up and
removed from the location immediately after removal of thedrilling rig.

Any open pits will be fenced during the operations. The fencing will be maintained until
such time as the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount
greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with thedrilling of thiswell. Furthermore, no extremelyhazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in associationwith thedrilling of thiswell.

Any produced water fromthe proposed well will be contained in a water tank and will then be hauled
by truck to one of the pre-approved disposal sites: RNI, Sec. 5, T9S, R22E, NBU #159, Sec.35, T9S,
R2]E, Ace Oilfleld, Sec. 2, T6S,R20E, MC&MC,Sec. 12, T6S,R19E. (Request is in
lieu offilingForm 3160-5, after initial production).

8. Ancillary Facilities:

None are anticipated.

9. Well Site Layout: (See Location Layout Diagram)

The attached Location LayoutDiagram describesdrill pad cross-sections,cuts and fills, and locations
of the mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

39 inch net wire will be used with at least one strand of barbed wire on top of thenet wire.
Barbed wire is not necessary if pipe or some type of reinforcement rod is attached to the
top of the entire
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Surface Use and Operations Plan Page 4

The net wire shall be no more than two inches above the ground. The barbed wire shall be
three inches over the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be cemented and/or braced in such a manner to keep the fence tight at all times.

Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum distance
between any 2 fence posts shall be no greater than 16 feet.

All wire shall be stretched, by using a stretching device, before it is attached to corner posts.

The reserve pit fencing will be on threesides during drilling operations, and on the fourth
side when the rig moves off location. Pits will be fenced and maintained until cleanup.

10. Plans for Reclamation of the Surface:

Producing Location:

Immediately upon well completion, the location and surrounding area will be cleared of all
unused tubing, materials, trash, and debris not required for production.

Immediately upon well completion, any hydrocarbons in the pit shall be removed in accordance
with 43 CFR 3162.7-1.

Before any dirt work associated with location restoration takesplace, thereserve pit shall
be as dry as possible. All debris in it will be removed. Other waste and spoil materials
will be disposed of immediately upon completion of operations.

The reserve pit and that portion of the location not needed for production facilities/operations
will be recontoured to the approximate natural contours. The reserve pit will be reclaimed
within 90 days from the date of well completion, weather permitting.

To prevent surface water (s) from standing (ponding) on the reclaimed reserve pit area, final
reclamation of the reserve pit will consist of "mounding" the surface three feet above surrounding
ground surface to allow thereclaimed pit area to drain effectively.

Upon completion of backfilling, leveling, and recontouring, the stockpiled topsoil will be spread
evenly over the reclaimed area(s).

Dry Hole/Abandoned Location:

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to
their original condition. Where applicable, theseconditions include the re-establishment of
irrigation systems, the re-establishment of appropriate soil conditions, and re-establishment
of vegetation as specified.

All disturbed surfaces will be recontoured to theapproximatenatural contours, with reclamation
of thewell pad and access road to be performed as soon as practical after final abandonment.
Reseeding operations will be performed after completionof other reclamation
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Surface Use and Operations Plan Page 5

The following seed mixture will be used to reclaim the surface. A total of 12 lbs/acre will be used if
theseeds are drilled (24 lbs/acre if theseeds are broadcast). Theper acrerequirements fordrilled seed
are:

Gardiner Salt Brush 12 lbs.

11. Surface Ownership:

Bureau of Land Management
170 South 500 East
Vernal, UT 84078
(435) 789-1362

12. Other Information:

All lease and/or unit operations will be conducted in such a manner that full compliance is
made with all applicable laws, regulations, the approved Plan of Operations, and any
applicable Notice of Lessees. The Operator is fully responsible for the actions of his
subcontractors. A copy of theseconditions will be furnished to the field representative to
ensure compliance.The Operator will control noxious weeds along Rights-Of-Wayfor roads,
pipelines, well sites, or other applicable facilities.

13. Lessee's or Operator's Representative & Certification:

Sheila Upchego Randy Bayne
Regulatory Analyst Drilling Manager
Westport Oil & Gas Co., L.P. Westport Oil & Gas Co., L.P
P.O. Box 1148 PO. Box 1148
Vernal, UT 84078 Vernal, UT 84078
(435) 781-7024 (435) 781- 7018

Certification: All lease and/or unit operations will be conducted in such a manner that fullcompliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

The Operator will be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Permit to Drill" will be furnished to the field representative(s) to ensure
compliance and shall be on location during all constructionand drilling operations.

Westport Oil & Gas Company,L.P. is considered tobe the operator of thesubject well. WestportOil
& Gas Company,L.P. agrees tobe responsible under the terms and theconditions of thelease for the
operations conducted upon leased lands.

Bond coveragepursuant to 43 CFR 3104 forthe leaseactivitiesis being provided by BLM Nationwide
Bond CO
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Surface Use and Operations Plan Page 6

I hereby certify that the proposed drill site and accessroute has been inspected and that I am familiar

with the conditions that currently exist; that the statements made in this plan are, to the best of my

lalowledge, true and correct; and the work associated with the operations proposed herein will be

performed by the Operator, its contractors, and subcontractors in conformity with this plan and the
termsand conditions under which it is approved.

c Date
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WESTPORT OIL & GAS COMPANY, L.P.
GLEN BENCH #822-27I

SECTION 27, TSS, R22E, S.L.B.&M.

PROCEED IN AN EASTERLY, THEN SOUTHEASTERLY DIRECTION FROM
VERNAL, UTAH ALONG U.S. HIGHWAY 40 APPROXIMATELY 3.9 MILES TO THE
JUNCTION OF STATE HIGHWAY 45; EXIT RIGHT AND PROCEED IN A
SOUTHERLY, THEN SOUTHEASTERLY DIRECTION APPROXIMATELY 19.2
MILES ON STATE HIGHWAY 45 TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE WEST; TURN RIGHT AND PROCEED IN A WESTERLY,
THEN SOUTHWESTERLY DIRECTION APPROXIMATELY 3.8 MILES TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTHWEST;
TURN RIGHT AND PROCEED IN A SOUTHWESTERLY DIRECTION
APPROXIMATELY 4.2 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTH; TURN LEFT AND PROCEED IN A SOUTHERLY
DIRECTION APPROXIMATELY 2.1 MILES TO THE BEGINNING OF THE
PROPOSED ACCESS ROAD TO THE SOUTHWEST; FOLLOW ROAD FLAGS IN A
SOUTHWESTERLY, THEN SOUTHERLY DIRECTION APPROXIMATELY 0.1
MILES TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL LOCATION
IS APPROXIMATELY 33.3
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WESTPORT OIL & GAS COMPANY, L.P.

GLEN BENCH #822-27I
LOCATED IN UINTAH COUNTY, UTAH

SECTION 27, TSS, R22E, S.L.B.&M.

CORNER #5)

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHEASTERLY

PROPOSED ACCESS

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHWESTERLY

Uintah Engineering & Land Surveying LOCATIONPHOTos 6 I 6 03 PHOTO
85 South 200 East Vernal,Utah 84078 D^Y =

- Smce 1964 -
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x-section TYPICAL CROSS SECTIONS FOR

scale GLEN BENCH #822--27I
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INTRODUCTION

A cultural resource inventory was conducted by Montgomery Archaeological
Consultants (MOAC) in June 2003 foreightproposed Westport Oiland Gas Company well
locations, access routes, and pipeline corridors. The well locations are designated Glen
Bench #822-22D, Glen Bench 822-21H, Glen Bench #822-27D, Glen Bench #822-27\,
Love Unit #1121-11K, NBU #1021-5E, NBU #1021-20, and NBU#1022-61. The project
area is located on Glen Bench, south of the townof Vernal , Uintah County , Utah. The
survey was implemented at the request of Mr. Carroll Estes, Westport Oil and Gas
Company, Vernal, Utah. The project is situated on public land administered by the
Bureaua of Land Management (BLM),Vernal Field Office.

The objectiveof the inventory was to locate, document, and evaluate any cultural
resourceswithintheproject area inordertoattain compliancewitha numberoffederal and
state mandates, including the National Historic Preservation Act of1966 (as amended), the
National Environmental Policy Act of 1969, the Archaeological and Historic Conservation
Act of 1972, the Archaeological Resources Protection Act of 1979, the American Indian
Religious Freedom Act of 1978, and the Utah State Antiquities Act of 1973 (amended
1992).

The fieldwork was pedormed from June 23 through June 25 2003 by Keith
Montgomery (Principal Investigator) and assisted by Christopher Nicholson, and EliJones.
The inventory was conducted under the auspices of U.S.D.I. (FLPMA) Permit No. 03-UT-
60122 and State of Utah Antiquities Project (Survey) No. U-02-MQ-0559b.

A file search for previous inventories and documented cultural resources was
completedby Keith Montgomery at the BLM Price Field Office on June 23, 2003. This
consultation indicated thatnumerous archaeologicalsurveyshave been completed in the
area for oillgas development. However, no previously recorded sites occur within the
immediate project area. In October of 2001, Montgomery Archaeological Consultants, Inc.
(MOAC)conducted a surveyin the general vicinityofGlen Bench #1021-20 for El Paso's
Eleven Well Locations in the Natural Buttes Area, Uintah County, Utah (Montgomery
2001). The survey recommended one site (42Un2960)eligiblefor the NRHP, but the site
is welloutsidethe bounds of this project. Metcalf Archaeological Consultants, Inc. (MAC)
conducted four inventories in the area in 1991 resulting in the identification of no
archaeological sites (Scott 1991a, and 1991b). In June 2001, Archaeological-
Environmental Research Corporation (AERC) completedan inventory, the Love Survey,
in the vicinityof 1121-11K (Hauck 2001), and thistoo yielded no sites.
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DESCRIPTION OF PROJECT AREA

Westport Oil and Gas Company's proposed Glen Bench well locations withaccess
and pi;$elinecorridors are situated in:Township 8 South, Range 22 East , Sections 21, 22,
and 27; Township 10 South, Range 21 East, Sections 2, 5, 6, and 11; Township 10 South
Range 22 East, Section 6 and Township 11 south, Range 21 East, Section 11 (USGS 7.5'
Red Wash SW, UT1968) (Figures 1,2,3,4, and 5). The project area is situated near Glen
Bench , east of Wonsits Valley Oil Field in UintahCounty, Utah. The exact location of the
Westport Oil and Gas Company's Proposed eight well locations, access routes, and
pipeline corridorsare described inTable 1.The inventonjarea occurs on land administered
by the Bureau of Land Management (BLM),Vernal Field Office.

Tablei. Westport Oiland Gas Company Eight Well Locations, Associated Access and
Pipeline Corridors.

Glen Bench #822-22D TSS, R22E, Sec.22 Pipeline 2859' IF-A
NWINW Access Route 1510'

Glen Bench #822-21H T8S, R22E, Sec.21 Pipeline 218' None
NE/SE Access Route 615'

Glen Bench #822-27D T8S, R22E, Sec. 27 Pipeline 1487' None
NWISW Access Route 1483'

Glen Bench #822-271 T8S, R22E, Sec.27 Pipeline 1278' None
NE/SE Access Route 363'

Love Unit #1121-11K T11S, R21E, Sec.11 Pipeline191' None
NE/SWand NWISE Access Route 226'

NBU#1021-5E T10S, R21E, Sec.5 Pipeline 975' None
SWINW, and Sec. 6 SE/NE Access Route 898'

NBU #1021-20 T10S, R21E, Sec. 2 Pipeline 1096' None
SWISE, and Sec. 11 Access Route 2129'
NWINE

NBU#1022-61
,
T10S, R22E, Sec.6 SE/SE Pipeline 959' None

The project area lies within the Uinta Basin physiographic unit, a distinctly bowl-
shaped geologic structure (Stokes 1986:231). The entire Uinta Basin ecosystem is within
the Green River drainage, considered to be the northernmost extensionof the Colorado
Plateau. Wonsits Valley occurs withinthe Central Badlands District of the Uintah Basin,
which is an area of broad erosional benches with extensive badland rims along the
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drainages. The heavily eroded benches and mesas are capped withsand and siltwhich
erode downslope forming areas of sand dunes, sand sheets, and colluvialclays. The
project area includes aeoliansands and siltsthat mantlethe old piedmont-slope deposits,
the alluvial valley fill, and bedrock exposures. Aeolian deposits are somewhat
discontinuous andappear as widespread sand sheets and isolated dunes. Outcrops ofthe
Uinta formation are characterized by a dense dendritic drainage pattem and topographic
relief. This Eocene-age formation occursas fluvial deposited interbedded sandstone and
mudstone and is well-known for its fossil vertebrate turtles, crocodilians,fish, and
mammals.

Specifically,the inventory area is situatedalong the south side of Glen Bench that
slopes gently from northeast to southwest down to the valley floor. The elevationofthe
project area averages 4800 ft (1467 m) a.s.l. Vegetation in the project area includes
greasewood, shadscale, rabbitbtµsh,thomyhorsebrush, snakeweed,winterfat,andprickly
pear cactus. Modern disturbances include livestock grazing, roads, and oillgas
development.

SURVEY METHODOLOGY

An intensive pedestrian surveywas performed for this project which is considered
100% coverage. At the proposed well locations, a 10 acre square parcel was defined,
centered on the well pad center stake. The interior of the well location parcel was
examined for cultural resources by the archaeologist walking parallel transects spaced no
more than 10 meters (30 ft) apart. Access road/pipelinecorridorswere surveyed toa width
of 45 m (150 ft) if they occurred together,and to a width of 30 m (100 ft) if the pipeline
corridorand/or access road occurred separately. Ground visibilitywas considered good.
A totalof 107 acres was inventoried for cultural resources on public land administered by
the BLM,Vernal Field Office.

Cultural resources in the project area were recorded eitheras archaeological sites
or isolated finds of artifacts. Isolated finds were defined as individual artifacts or light
scatters of items lacking sufficient material culture to warrant IMACS forms or to derive
interpretation of human behavior in a culturaland temporalcontext. All isolated artifacts
were plotted on a 7.5' USGS map and are described in this report.
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Figure 6: IF-A Projectile Point (left), and Sandstone Biface (right).
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RESULTSANDRECOMMENDATIONS

Isolated Finds of Artifacts

The inventory resulted in a singleisolated find. Isolated Find A (IF-A) is located inthe NWINW of T8S, R22E, Sec. 22; UTM633688E / 4441320N, just to the east of welllocation 822-22D. The find consists of one projectile point and one biface. The point ismanufacturedofwhite-pinkchertand measures 53 mm in length, 20 mm wide, and 5 mmthick(Figure 6). The projectile point is a stage V tooland appears to be reworked alongthe base and side notches and has a broken point tip.Additionally,there is evidence ofedge damage on the point. Because of the natureof the reworking,the point is believedto be associated with the Early Archaic Period/Late Paleoindian Period, but is not whollydiagnostic. The biface is manufactured of sandstone, measures 73 mm in length, 45 mmwide,and 5 mm thickand has approximatelysevenflake scars (Figure 6). Accordingto-UTMCoordinates, IF-Alies approximately20 meters outside ofthe tenacre wellpad 822-
22D.

The inventory of Westport Oil and Gas Company's eight well locations, accessroads, and pipeline corridors resulted in only the isolated find (IF-A), with no otherarchaeologicalsites found. Based on the findings, a determination of "no historicproperties affected" is recommended for the project pursuant to Section 106, CFR 800.
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APPENDIXA

ISOLATEDCULTURALMATERIALSFORM

INTERMOUNTAINANTIQUITIESCOMPUTER SYSTEM(IMACS)SITE FORM

On File At:

Utah Division of State History
Salt Lake City,
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IMACS FORM

FormUT-8110-2 UNITED STATES DEPARTMENTOF THE INTERIOR

(June 1999) BUREAU OF LAND MANAGEMENT
UTAH STATE OFFICE

ISOLATED CULTURAL MATERIALS

Project No.: U--03-MO-0559bProject Name: Westport Eight Well Location Isolate No.: IF-A
Field Office: Vemal
Township: 8 (S), Range: 22 (E), Section: 22 QQ NW Q NW
Map Name: Red Wash SW, Big Pack Mountain, and Archy Bench, USGS 7.5' 1968 Area of Dispersal (sq.m.):_1
ENVIRONMENTALSETTING: The find is located on a grassland plain, comprised of aeolian soils.
The vegetation surrounding the find consists primarily of rabbit brush and Indian rice.

DESCRIPTION: (circle one of each) Locus/Isolate Featur Artifact(s

(List for each artifactor feature: artifact or feature type according toUT SITEcategories, quantity, materials,
dimensionsand general description. For lithics include typeof toolor flake and number of worked edges.
For ceramics include typeof ware and temper.)
The find consists of one projectile point and one biface. The point is manufactured of white-pink chert and

measures 53 mm in length, 20 mm wide, and 5 mm thick. The projectile point is a stage V tooland appears
to be reworked along the base and side notches and has a broken point tip. Additionally, there is evidence
of edge damageon thepoint. Because of thenature of the reworking, thepoint is believed to be associated
with the Early Archaic Period or Late Paleoindian Period but is not wholly diagnostic. The biface is
manufacturedof sandstone,measures 73 mm in length, 45 mmwide, and 5 mm thick,and has approximately
seven flake scars.
SKETCH: (features, utilized flakes, tools,decorated and rim sherds, groundstone, etc.)

Figure 1:Projectile point. Figure 2: Sandstone biface

COMMENTS: (relate to sites and/or area of survey)
UTM CoordinatesN = 4441320

E = 633688
IF-A is located approximately 20 meters east of well location 822-22D

Number of Attachments: (continuation sheets, sketches of diagnostics)
Recorded By: Christopher M. Nicholson and Eli Jones Date 06 /1/
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0 0 4 APPLICATION FOR PERMIT'TO DRILL

APD RECEIVED: 09/22/2003 API NO. ASSIGNED: 43-047-35236

WELL NAME: GLEN BENCH 822-27I

OPERATOR: WESTPORT OIL & GAS CO ( N2115 )

CONTACT: SHEILA UPCHEGO PHONE NUMBER: 435-781-7024

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 27 OSOS 220E

SURFACE: 2258 FSL 0588 FEL Tech Review Initials Date

BOTTOM: 2258 FSL 0588 FEL Engineering
UINTAH

NATURAL BUTTES ( 630 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: U-28652

SURFACE OWNER: 1 - Federal LATITUDE: 40.09288

PROPOSED FORMATION: MVRD LONGITUDE: 109.41791

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

ex' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit

(No- CO-1203 )
ßÁ Potash (Y/N)

R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3- Ëkdeption"
(No.43-8496 )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:
(Date: ) Eff Date:

AÍÀ Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: \(
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WESTPORT OIL AND GAS COMPANY, L.P.

1670 Broadway Suite 2800 Denver Colorado 80202
Telephone: 303 573 5404 Fax: 303 573 5609

September 25, 2003

Ms. DianaMason
Division of Oil, Gas and Mining
P.O. Box 145801
SaltLakeCity,UT 84114-6100

RE: Exception Location
GlenBench#822-271
9,600' Mesaverde Test
2,258' FSL, 588' FEL (NE/4SE/4)Sec27-T8S-R22E
Uintah County,Utah
GlenBench Prospect

Dear Ms. Mason:

Westport Oil and Gas Company, L.P. has applied for a pennit to drill the captioned well. The well was moved to
an exception location to Rule 649-3-2 due to topographicreasons. Westport Oil and Gas Company, LP., the
operator of the well, owns all the working interest in All of Section 27-8S-22E, the lands being infringed upon,
and have no objectionto the exceptionlocation. Westportrequests the permitbe approved.

If you have any questions,callme at 303-607-3445. Thank you for your assistance.

ruce E. Johnston
Land Manager
BEJ/179
cc. DebraDomenici

RECElVED
SEP2 92003

DIV OF OILGAS A
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Operator: Westport Oil & Gas Company L.P.

Well Name & Number Glen Bench 822-27I

API Number: 43-047-35236
Lease: U-28652

Location: NE SE Sec. 27 T. 8 South R. 22 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to scck an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the



Form 3160-3 FORM APPROVED

(August 1999)
OMB No. 1004-0136

UNITED STATES Expires November 30, 2000

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT U-28652

APPLICATIONFORPERMITTODRILLORREENTER
6. If Indian, Allottee or Tribe Name

la. Type of Work: DRILL REENTER
7. If Unit or CA Agreement, Name and No.

8. Lease Name and Well No.

b. Type of Welt OHWel Gas well O Other Single Zone Multiple Zone GLEN BENCH #822-271
2. Name of Operator 9. APl Well No.

WESTPORT OIL & GAS COMPANY L.P.
3A. Address 3b. P-T l QEaude are co e) 10. Field and Pool, or Exploratory

P.O. BOX 1148 VERNAL, UT 84078 (4Š$ 100 GLEN BENCH

4. Location of Well (Report location clearly and in accordance with any Sia e requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area

At surface NESE 2258'FSL & 588'FEL SEP 1 9 2003
At proposed prod. Zone UL SECTION 27-T8S-R22E

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

33.3 MILES SOUTHEAST OF VERNAL, UTAH By ----- J UINTAH UTAH
15. Distance from proposed 16. No. of Acres in lease 17. Spacing Unit de licated to this well

location to nearest
property or lease line, tt. 588'
(Also to nearest drig, unit line, if any) 1920 40 -

18. Distancefrom proposed location* REFER 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, dnlling, completed,
applied for, on this lease, R TO TOPO 9,600' CO-1203

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

4824'GL UPON APPROVAL TO BE DETERMINED

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. I, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the

authorized office.

2

// ) 'S
mEe(L

HEGO
Date

9/16/2003

REGULATORY ANALYST
Approved by (Signature) Name (Printed/Typed) Date

Title AssistantField Managet. 'office

MinoralRe um '

Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

Cpo
d

onns
o

appnroval,
if any, are attached.

NOTICEOFAPPROVAL
Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

CONDITIONSOFAPPFIOVALATTACHED
DEC3 1
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Page 1 of 3
Well No.: Glen Bench 822-27I

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Westport Oil and Gas Company LP.

Well Name & Number: Glen Bench 822-27I

Lease Number: U-28652

API Number: 43-047-35236

Location: NESE Sec.1 T.,8ß_R. 22E

Agreement: N/A

For more specific details on notification requirements, please check the Conditions of Approval

for Notice to Drill and Surface Use Program.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable

title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected

to be Encountered

Report ALL water shows and water-bearing sands to John Mayers of this office prior to setting
the next casing string or requesting plugging orders. Faxed copies of State of Utah form OGC-8-

X are acceptable.

2.
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Page 2 of 3
Well No.: Glen Bench 822-27I

3. Casing Program and Auxiliary Equipment

As a minimum requirement, the cement behind the intermediate casing must extend at least
200' above the top of the Green River fornation which has been identified at ±2210'.

4. Mud Program and Circulating Medium

None

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly basis.

A cement bond long must be run from the intermediate casing shoe to the top of cement or the
surface casing shoe, which ever is lower.

Please submit to this office, in LAS format, an electronic copy of all logs run on this well
This submission will replace the requirement for submittal of paper logs to the BLM.

6. Notifications of Operations

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

7. Other Information

APD approval is valid for a period of one (1) year from the signature date. An extension period
may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Ed Forsman (435) 828-7874
Petroleum Engineer

Kirk Fleetwood (435) 828-7875
Petroleum Engineer

BLM FAX Machine (435)
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Page 3 of 3

Well No.: Glen Bench 822-27I

CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

-A certified paleontologist shall monitor the construction of the access road, well location, and the
reserve pit.

-The location topsoil pile will be seeded with the seed mix shown in the APD immediately after the
soil is piled by broadcasting the seed, then walking the topsoil pile with the dozer to plant the seed.

-All poundages are in Pure Live Seed.

-Topsoil will not be used for the construction of tank dikes or any other location needs. It shall
be left in place for use in the final reclamation process.

-Once the reserve pit is dry, it should be filled, recontoured, topsoil spread, and seeded in the
same manner discussed above.

-The operator shall control noxious weeds alone the access road, pipeline, and on the well
location. A list of noxious weeds may be obtained from the BLM, or the appropriate County
Extension Office. On BLM administered land it is required that a Pesticide Use Proposal shall
be submitted, and given approval, prior to the application of herbicides or other pesticides or
possible hazardous
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Form 3160-5
(August 1999) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-28652
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No,

1. Type of Well 8. Well Name and No.

O oilWell Gas Well O Other GLEN BENCH 822-271

2. Name of Operator Contact: DEBRA DOMENICI 9. API Well No.
WESTPORT OlL & GAS COMPANY E-Mail:ddomenici@westportresourcescorp.covi 43-047-35236

3a. Address 3b. Phone No. (include arca code) 10. Field and Pool, or Exploratory
1368 S 1200 E Ph: 435.781.7060 GLEN BENCH
VERNAL, UT 84078

4. Location of Well (Footage, Sec., T., R., M, or Survey Description) 11. Countyor Parish, and State

Sec 27 T8S R22E NESE 2258FSL 588FEL UlNTAH COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen O Production (Start/Resume) O Water Shut-off
Notice of Intent

O Alter Casing O Fracture Treat O Reclamation O Well Integrity
O Subsequent Report O Casing Repair O New Construction O Recomplete B Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon pChangeto Original A

O Convert to Injection O Plug Back O waterDisposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depthsof all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval,a Form 3160-4 shall bc Ïiled once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determinedthat the site is ready for final inspection,)

OPERATOR REQUESTS PERMISSION TO ADD 25' TO THE DOG HOUSE/LAY DOWN SIDE OF THE LOCATION. PLEASE
REFER TO THE ATTACHEDLOCATION LAYOUT AND TYPICAL CROSS SECTIONS FOR THE ABOVE LOCATION.

14. I hereby certify that the foregoing is true and cortect
Electronic Submission #28165 verlfle.\ by the BLMWell Information System

For WESTPORT OIL & GAS I. OMPANY, sent to the Vernal

Name(Printed/Typed) DEBRA DOMENICl Title SR ADMINISTRATIVE ASSISTANT

Signature (ElectronicSubmission) Date 02/23/2004

THIS SPACE FOR FEDERAL OR ST T F

| Utah Division o gpiovaluii
Apgoved_By

_ _ _ _ _

Tit Gil A i 3N
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legalor equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. g g¶gQc
Title 18 U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any -s kn rtment or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter in

** OPERATOR-SUBMITTED** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED
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WESTPORT OIL AND GAS COMPANY, L.P.

Se LOCATION LAYOUT FOR d
Access

GLEN BENCH #822-271 proP°'good

SECTION 27, T8S, R22E, S.L.B.&M.
'No 2258' FSL 588' FEL

24" CMP
Required

SCALE: 1" = 50' ---~
--~ S J-t-

DATE: 02-18--04 b
Drown By· D.COX ,

60°
-,

C-1.5
C-J.7 a 252·

R 27 4' - J.Û

CONSTRUCT
DIVERSION / c Existing
DITCH Droinages

NO
Flore Pit is to be located Approx. / pp
a min. of 100' from the Top of
Well Head Cut Slope

PIPE TUBS

PIPE RACKS

/ n C-1.9' C-0.9•
_ ,

E-JÛ
B. 256 E/. 246, C-0.5 a. so7

B. 24.2'

I too [III] - u-u 1

38 135 S 1-/-

E/ Û TOILET OC-14. J - 4
(htm. pil) te

LIGHT PLANT
¯¯¯ RESERVE P/TS

--
-

BOILER

-- - COMPRESSOR WATER

. - - - -

PUMP HOUSE

00STER

TANK

Approx.
Toe of

---- Fill Slope
Tolal Pit Capacity

¯

'¯
--- W/2' of Freeboard -

14, 440 Bb/s. ± g ;
¯¯¯¯ rotorsit va- ¯

v - C-1. J
---- - 3, 920 Cu Yds. Å ,

\ PROPANE O 25Û
--

- ' ¯ STORAGE

A

sto, o+ts

35' Sta. 0-/·00
E JO.9' i ,

,
, , , .

- ----

C-17.2' .
'

, ,'

'
." F--2.1'

(bim
-

NOTES: FIGURE #i
Dev. Ungraded Ground At Loc, Stake = 4824.2' UINTAH ENGINEERING & I,AND SURVEYING
FIN/SHEDGRADE ELEV AT LOC. STAKE = 4823.7 85 So. 200 Eut * Vernal, Utah 84070 * (435)



r WESTPORT OIL AND GAS COMPANY, L.P· FIGURE #2
TYPICAL CROSS SECTIONS FOR

X-Section GLEN BENCH #822-27I
scale SECTION 27, T8S, R22E, S.L.B.&M.

2258' FSL 588' FEL
1 = 50

DATE: 02-18-04
Drown By' D.COX -

Preconstruction 60'
135° //

Grade Finished Grade

SM. J+50

153' 135'
I i

ocation Stoke

SM. 1+50

15' 100' 38' 135'

S 0+50

135'

NOTE:
Topsoil should not be SM. 0+00
Stripped Below Finished
Grade on Substructure Area.

EXCESS MATERIAL AFTER

APPROXIMATEYARDAGES
5% COMPACTION = 5,870 Cu. Yds.

Topsoil & Pit Bockfill = 3,550 Cu. Yds.

CUT (1/2 Pit voi.)
(6") Topsoil Stripping = 1,590 Cu. Yds.

EXCESS UNBALANCE = 2,320 Cu. Yds.
Remoining Location = 8,700 Cu. Yds. (After Rehabilitation)

TOTAL CUT = 10,290 CU.YDS.
UINTAH ENCINEERING & LAND SURVEYING

FILL = 4,200 CU.YDS. as so. soo se..s • vernat. utua asora• («ss)
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STATEOF UTAR OPERATOR WESTPORTO&O COMPANYL.P OPERATORACCT.NO. N 2\15
DIVISt0NOF CEL,GAS ANDMNNG ADDRESS P.O. BOX L148
ENTITYACTIONFORM- FORM6 VERNAL, UTAII 84078

o
. ACTION CURRENT NEW APINUMBER WELI..lMME WELLLOCATION SPUD EFFECTIVE

CODE ENTITYNO. ENTITYNŒ QQ SC TP RG COUNTY DATE CATE

99999 43-047-35346 BONANZA 1023-20 NENW 2 108 23E UINTAH 2/21/2004
WELL1COMMENTS:
MIRUPETE MARTIN BUCKEI' RIG
SPUD WELL LOCATION ON 2/21/03 AT OS00 IIRS

ACRON CURRRIT NEW APINUNBER WELt.NAME WELLLOCATION SPUD EFFECrWE
CODEENTITYNO.ENTITYNO. 00 SC TP RG COUNTY [MTE DATE

99999 | 43-047-35345 BONANZA 1023-2E SWNW 2 IOS 23E UINTAEI 2/17/2004
ELL2 COMMENTE:

MIRU PETE MARTING BUCKETRIG
SPUDWELL LOCATIONON 2/21ABAT 08 00 HRS
ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPUD EFFECTWE
CODE ENITlYNŒ ENTFTYNŒ 00 SC TP RG COUN1¥ DATE DATE

99999 i 43-047-35235 GLEN BENCH FED 822-27P SESE 27 8S 22E ULKTAH 3/12/2004
WELL3COMMENTS
MLRU BILL JR'S AIR RIO
SPUD WELL LOCATION ON 3/12/04ATO6 00 IIRS

ACTION CURRENT NEW APINUMBER WELLNAME WELLLOCATION SPUD EFFECTIVE
CODE ENNYNO. ENTITYNO. 00 SC TP RG C0lMY DATE [MTE

99999 Í Û$S 43.047-35236 GLEN RENCH FED 822-27I NESH 27 88 22E UINTAH 3/10/2004
o WELL4GOMMENTS
o MERUDILL IRS RIO #2
o SPUD WELL LOCATION ON 3/10/04 AT 13:00 HRS

ACTION CURRENT AIEW APIAIUMBER WELLNAME WELLLOCATION SPUD EFFECTE i
CODE ENTITYNO. ENTITYNO. 00 SC TP RG COUNTY OATE ßiWF

99999 O¶)O 43-047-34785 MU 440 SWNW 34 9S 21E DINTAH 1/7/2004 Û
WELL5 COMWENTS:
MIRU SIG AIR RIG
SPUD WELL LOCATION ON U7/04ATOS:00 HRS
ACTIONCODES(See inskuctionsonbackoffunn)

A - Establishnewenty fornewwell(singlenell( Post-It* Fax Note 7671 µ*ge?
E-AddnewwelltoexisingenlKy(grouporunitt

To A . -1 Fmm
C -Re-assignwoi komoneaxistingenEtyla anc , K /KOrt / t /

0 -Re-assignwai bemoneexistingenitylos rr REGULATORYANALYST 3/12/04
E-Other(explainsicommentssection) Pano nu Ime D* RECEIVEDNO : UseCORIENTsectionin explainwhyeach At Fu & Fax

PhoneNo (435) 751-7024

DR OFO\L,GAS&





Westport Oil and Gas Company, L.P.
DRILLING PROGRAM

COMPANY NAME Westport Oil and Gas Co., L.P. DATE March 10, 2003

WELL NAME GB 822-27P, 822-271, 822-27H, 822-27D TD 10,350' MDITVD
FIELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,956' GL KB 4,971'

SURFACE LOCATION SEC.27, TSS, R22E BHL Straight Hole

Lat (various) Long (various)
OBJECTIVE ZONE(S) Wasatch/Mesaverde
ADDITIONAL INFO Regulatoly Agencies: BLM (MINERALS AND SURFACE), UDOGM, Tri-County Health Dept.

40° 14"

12-1/4" 9-5/8", 32.3#, H-40, STC Air rnist

Catch water sample, if possible,
from 0 to 5,450'

Green River @ 2,050
Preset fl GL @

2500 ' MD

Air Mist/Polymer

Mud logging program TBD Aerated Water/Brine

Ope i hole logging program fl TD -surf csg 7-7/8" 4-1/2",11.6#,M80, ISO,or 6.3-10.0 ppg
equivalent i TC casing

Wasatch @ 5,450'

Mverde @ 8,247'

Max anticipated
Mud inquired

TD @ 10,350' 10.5 ppg

DHD_GB_S27
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Westport Oil and Gas Company, L.P.

DRILLING PROGRAM
CASING PROGRAM

e . e•

". - -, -- e - e

CONDUCTOR 16" 0-20'

2270 1370 254000

SURFACE 9-6/8• 0 to 2500 32.30 H-40 STC 0.67******* 1.17 3.59

7780 6350 201000

PRODUCTION 4-1/2" 0 to 10350 11.60 M-80 or I-80 LTC 2.31 1.12 1.92

1) Max Anticipated Surf. Press.(MASP) (Surface Casing) = (Pore Pressure at next csg point-(0.22 psilft-partial evac gradient x TVD of next csg point)

2) MASP (Prod Casing) = Pore Pressure at TD -(,22psilft-partial evac gradient x TO)
(Burst Assumptions: TD = 10.5 ppg) .22 psilft = gradient for partially evac wellbore

(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)

MASP 3374 psi
*"**"'" BurstSF is low but esp is much sirangerihan lar melian at 2000 FMW 200 for O#is 21 8 pp3 or 1 13 psbit

CEMENT PROGRAM

SURFACE LEAD 500 Premium cmt + 2% CaCI 215 60% 15.60 1.18

Option 1 + .25 pps flocele
TOP OUT CMT (1) 200 20 gals sodium silicate + Premium cmt 50 15.60 1.18

+ 2% CaCI + .25 pps flocele
TOP OUT CMT (2) as required Premium cmt + 2% CaCI as req. 15.60 1.18

SURFACE NOTE: If well will circulate water to surface, option 2 will be utilized
Option 2 LEAD 1500 Prem cmt + 16% Gel + 10 pps gilsonite 170 35% 11.00 3.82

+.25 pps Flocele + 3% salt BWOC
TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1.18

+ .25 pps flocele
TOP OUT CMT as required Premium emt + 2°o CaCI as req. 15.60 1.18

PRODUCTION LEAD 4,950' Premium Lite 11+ 3°o KCI + 0.25 pps 640 60% 11.00 3.38
cellofiake + 5 pps gilsonite + 10% gel

+ 0.5% extender

TAIL 5,400' 50/50 PozlG + 10% salt + 2% gel 1510 60% 14 30 1.31
+.1% R-3

*Substitute caliper hole volume plus 0% excess for LEAD Ifaccurate caliper is obtained
°Substitute caliper hole volume plus 15% excess for TAIL if accurate caliper is obtained

FLOATEQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring
centralizers. Thread lock guide shoe.

PRODUCTION Float shoe. 1 jt, float collar. Centralize first 3 joints &every third joint to top of tail cement with bow

spring centralizers.

ADDITIONAL INFORMATION

Test casing head to 760 psi after installing. Test sulface casing to 1,500 psi prior to drilling out.

BOPE: 11" 5M with one annular and 2 rams. Test to 5,000 psi (annular to 2,500 psi) prior to drilling out. Record on chait recorder &

tour sheet. Function test rams on each trip. Maintain safety valve & inside BOP on rig floor at all times. Kellyto be equippedwith upper

&lower kelly valves.

Drop Toteo surveysevery2000'. Maximum allowable hole angle is 5 degrees.

DRILLING ENGINEER: DATE:

Brad Laney

DRILLING SUPERINTENDENT: DATE:

Randy Bayne



03-04 Westport Federal We s
Casing Schematic

Surface
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I

4-1/2" Production
MW 10.5 0350.
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wellname: 03-04 Westport Fecleral Wells
operator: Westport Oil & Gas Company
String type: Surface Pro¡ect ID:

Glen Bench
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collappe Collapse: H2S considered? No

Mudweight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 100 'F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 200 ft

Design factor 1.00 Cement top: SurfaceR.u.rst
Max anticipated surface

pressure: 806 psi
internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 1,975 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified, Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 10,350 ft
Tension is based on air weight. Next mud weight: 10.500 ppgNeutralpoint: 2,192 ft Next setting BHP: 5,645 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 2,500 ft
Injection pressure 2,500 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (fta)
1 2500 9.625 32.30 H-40 ST&C 2500 2500 8.876 158.5

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor
,

(Kips) (Kips) Factor
1 1091 1370 1256 1975 2270 1.15 81 254 3.15 J

Prepared ClintonDworshak Phone: 801-538-5281 Date: March 19,2004
by: Utah Div. of Oil& Mining FAX:801-359-3940 Salt Lake City,Utah

ENGINEERING STIPULATIONS:Oil shale
Collapse strength is based on the Westcott, Dunlop& Kemler method of biaxial correction for tension.
Collapse is based on a verticaldepth of 2500 ft, a mud weightof 8.4 ppg The casing is consideredto be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

EngineeringresponsIbility for use of thisdes/gn wi/Ibe thatof the
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Well name: 03-04 Westport Federal Wells
Operator: Westport OII & Gas Company
String type: Production Project ID:

Glen Bench
Location: Uintah County

Design parameters: Minimum design factors: Environment:
Collapse Collaose: H2S considered? No

Mud weight: 10.500 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 210 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Design factor 1.00 Cement top: Surface
Bumi

Maxanticipated surface
pressure: 806 psi

Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 5,645 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 8,726 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 10350

"
4.5 * 11.60 * M-80 "

LT&C 10350 10350 3.875 239.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 5645 6350 1.125 / 5645 7780 1.38 120 267 2.22 B

Prepared ClintonDworshak Phone: 801-538-5281 Date: March 19,2004
by: Utah Div. of Oil&Mining FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERINGSTIPULATIONS: Oil shale
Collapse strength is based on the Westcott, Dunlop & Kemler method of blaxial correctionfor tension.
Collapse is based on a verticaldepth of 10350 ft, a mud weightof 10.5 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibIllty for use of this design wi/Ibe thatof the
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3 09-959) UNITED STATES FORMAPPROVED

DEPARTMENT OF THE INTERIOR OMBNO. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000
5. Lease Scrial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-28652
Do not use thIs form for proposals to drill or to re-enter an

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well 8. Well Name and No.

O Oil Well @ Gas Well O Other GLEN BENCH 822-271

2. NameofOperator Contact: SHEILAUPCHEGO 9. APIWc11No.
WESTPORT OIL & GAS COMPANY L.P E-Mail: supchego@westportresourcescorp.con 43-047-35236

3a. Address 3b. Phone No. (includearea code) 10. Field and Pool, or Exploratory
1368 SOUTH 1200 EAST Ph: 435.781,7024 GLEN BENCH
VERNAL, UT 84078 Fx: 435.781.7094

4. Location of Well (Footage, Sec., T, R., M, or Survey Description) 11, County.orParish, and State

Sec 27 T8S R22E NESE 2258FSL 588FEL UINTAH COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off

O Alter Casing O Fracture Treat O Reclamation O Well Integrity
B Subsequent Report O Casing Repair O NewConstruction O Recomplete Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon Well Spud

0 Convert to Injection O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deependirectionallyor recompletc horizontally, give subsurface locationsand measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval,a Form 3160-4shall be filed once
testing has beencompleted. Final Abandonment Notices shall be filedonly after all requirements, includingreclamation, have been completed, and the operator has
determined that the site is ready for final inspection.)

MIRUBILL JR'S RIG #2. DRILLED 12 1/4" SURFACE HOLE TO 2230'. RAN 9 5/8" 32.3# H-40 CSG. CMT
Wl190 SX 11# 3.82 YlELD 23 GAL FW/SK. FOLLOWED W/TAIL 200 SX 42 BBLS 15.6# 1.18 YIELD 5.2 GAL
FW/SK. FLOATHELD. NO CMTTO SURFACE. R/U ON 1" FOR TOP JOB PMP 150 SX 21 BBLS 15.6# Wl2% CACL2.
HADRETURNS CMT FELL BACK. PMP 150 SX 21 BBLS 15.6#DOWN BACK SIDE. GOT RETURNS CMT STAYED ON TOP.

SPUD WELL LOCATION3/10/04 AT 1300 HRS.

RECEIVED ',
MAR22 2004

14. I herebycertify that the foregoing is true and correct. " = 1 NINGElectronic Submission #28899 verifie· by the BLMWell Information System "
For WESTPORT OIL & GAS CC APANY L.P, sent to the Vernal

ianniaet og Titlee REGULATORY ANALYST

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved By
_ _ _ _ _ _ _ _

Title Date

Conditions of approval, if any, are attached. Approval of this notico does not warrant or
certify that the applicant holds legalor equitable title to thoserights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18U.S.C.Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowingly and willfully to make to any departmentor agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED
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9959) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMS NO. 1004-0135

BUREAU OF LAND MANAGEMENT Expios: November30, 2000
5. Lease SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS U-28652
Do not use thIs form for proposals to drill or to re-enter an .

abandoned well. Use fortn 3160-3 (APD) for such proposals. 6, If Indian, Allottee or Tribe Name

SUBMITIN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well 8. Well Name and No.

O oilwell gi Gas well O Other GLEN BENCH 822-271

2. Name of Operator Contact: SHEILA UPCHEGO 9. API Well No.
WESTPORT OIL & GAS COMPANY L.P E-Mail: supchego@westportresourcescorp.con 43-047-35236

3a. Address 3b. Phone No. (includearea code) 10. Field and Pool,or Exploratory
1368 SOUTH 1200 EAST Ph: 435.781.7024 GLEN BENCH
VERNAL, UT 84078 Fx: 435.781.7094

4. Locationof Well (Footage, Sec., T., R., M, or SurveyDescription) 11. County or Parish, and State

Sec 27 T8S R22E NESE 2258FSL 588FEL UINTAHCOUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off

O Alter Casing O Fracture Treat O Reclamation O Well Integrity
Subsequent Report O Casing Repair O New Construction O Recomplete o other

O Final Abandonment Notice O Change Plans O Plug and Abandon O TemporarilyAbandon Drilling Operations

O Convert to Injection O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate durationthereof.
If the proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and truc vertical depthsof all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determinedthat the site is ready for final inspection.)

FINISHED DRILLING FROM 2230' TO 8955'. RAN 4 1/2" 11.6# I-80 PRODUCTION CSG.
CMT Wl420 SX PREM LITE MIXED @ 11 PPG FOLLOWED BY 1210 SX 50/50 POZ MIXED @14.3PPG.

RELEASED RIG ON 4/20/04 AT 00:00 HRS

14. I herebycertify that the foregoing is true and correct.
Electronic Submission #29909 verlfled by the BLMWell Information System

For WESTPORT OIL & GAS CC APANY L.P, sent to the Vernal

Name ) Title RE2GULAT4ORYANALYST

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approve_dBy_
_ _

_ _ _ _ _ _ _

Title Date

Conditions of approval, if any, are attached. Approval of this notico does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S,C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor a rency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

CClygg
** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED *

PR2 8 2004
DIV.0FOILGAS&
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rm 3 09$9) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: November 30, 2000
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-28652
Do not use this form for proposals to dri/I or to re-enter an

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribc Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well 8. WellName and No.

O Oil Well El Gas Well O other GLEN BENCH 822-27\

2. Name of Operator Contact: SHEILA UPCHEGO 9. API Well No.
WESTPORT OIL & GAS COMPANY L.P E-Mail: supchego@westportresourcescorp.con 43-047-35236

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1368 SOUTH 1200 EAST Ph: 435.781.7024 GLEN BENCH
VERNAL, UT 84078 Fx: 435.781.7094

4. Location of Well (Footage, Sec., T, R., M, or Survey Description) 11. County or Parish, and State

Sec 27 T8S R22E NESE 2258FSL 588FEL UINTAH COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent 0 Acidize O Deepen O Production (Start/Resume) O Water Shut-Off

O Alter Casing O Fracture Treat O Reclamation O Well Integrity
B Subsequent Report O Casing Repair O New Construction O Recomplete @ Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon

O Convert to Injection O Plug Back O waterDisposal

13. Describe Proposed or Completed Operation(clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof
If the proposal is to deepen directionally or recompletc horizontally, give subsurface locationsand measured and true vertical depthsof all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, includingreclamation, havebeen completed, and the operator has
determined that the site is ready for final inspection.)

DUE TO A LOST CIRCULATION ZONE ATAPPROXIMATELY 2630' AND A WATER FLOW AT APPROXIMATELY 4800', THE
WELL WAS TD AT 8955' INSTEAD OF 10,100'.

RECEIVED
M O3 2004

DIV.OFOIL,GAS&MINING

14. I hereby certify that the foregoing is truc and correct.
Electronic Submission #30128 verified by the BLM Well Information System

For WESTPORT OIL & GAS CCMPANYL.P, sent to the Vernal

Name(Printed/ Title RE2GUL0A04ORYANALYST

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved By_
_ _ _ _ _ _ _ _ _ _ _ _ _ _

Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to thoserights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any departmentor agency of the United
States any false, fictitiousor fraudulentstatements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED
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09-959)
UNITED STATES FORMAPPROVED

DEPARTMENT OF THE INTERIOR OMBNO. 1004-0135

BUREAU OF LAND MANAGEMENT Expires:November 30, 2000
5. Lease SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS U-28652
Do not use this form for proposals to dri/I or to re-enter an

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian,Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other Instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No.

1. Type of Well 8. Well Name and No.

O oilweil e caswell O Other GLEN BENCH 822-27\

2. Name of Operator Contact: SHEILA UPCHEGO 9. API Well No.
WESTPORT OIL & GAS COMPANY L.P E-Mail: supchego@westportresourcescorp.con 43-047-35236

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1368 SOUTH 1200 EAST Ph: 435.781.7024 GLEN BENCH
VERNAL,UT 84078 Fx; 435.781.7094

4. Location of Well (Footage, Sec., T, R., M, or Survey Description) 11. Countyor Parish, and State

Sec 27 T8S R22E NESE 2258FSL 588FEL UINTAHCOUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent O Acidize O Deepen O Production (Start/Resume) O waterShut-Off

O Alter casing O Fracture Treat O Reclamation O Well Integrity
Subsequent Report O Casing Repair O New Construction O Recomplete B Other

O Final Abandonment Notice O Change Plans O Plug and Abandon 0 Temporarily Abandon Production Start-up

O Convert to Injection O Plug Back O waterDisposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate durationthereof.
If the proposal is to deependirectionallyor recomplete horizontally, give subsurface locationsand measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval,a Form 3160-4shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, havebeen completed, and the operator has
determined that the site is ready for final inspection.)

THE SUBJECT WELL LOCATION WAS PLACED ONTO SALES ON 5/14/04 AT 7:30 AM.

PLEASE REFER TO THE ATTACHED CHRONOLOGICAL WELL HISTORY.

14. I herebycertify that the foregoing is true and correct.
Electronic Submission #30864 verifle by the BLMWell Information System

For WESTPORT OIL & GAS CC APANY L.P, sent to the Vernal

Name(P y IDiat REGULA04ORY ANALYST

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Appgoved By_
_ _ _ _ _ _ _

Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitiousor fraudulentstatements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

MAY2 / 2004
1L DAS 8



O O

WESTPORT OIL & GAS COMPANY, LP

CHRONOLOGICAL HISTORY

GLEN BENCH 822-27I

SPUD Surface Casing Activity Status

3/1/04 Build Location, 25% Complete

3/2/04 Build Location, 35% Complete

3/3/04 Build Location, 35% Complete Caza 61

3/4/04 Build Location, 60% Complete Caza 61

3/5/04 Build Location, 70% Complete Caza 61

3/8/04 Build Location, 90% Complete Caza 61

3/9/04 Build Location, 100% Complete Caza 61

3/10/04 Build Location, 100% Complete Caza 61

3/11/04 3/10/04 Drlg surf hole @850' Caza 61

3/12/04 3/10/04 Drlg surf hole @1540' Caza 61

3/15/04 3/10/04 9 5/8" @2200' Drlg surf hole @2230' Caza 61

3/16/04 3/10/04 9 5/8" @2200' Drlg surf hole @2230' Caza 61

3/17/04 3/10/04 9 5/8" @2200' Drlg surf hole @2230' Caza 61

3/18/04 3/10/04 9 5/8" @2200' Drlg surf hole @2230' Caza 61

3/19/04 3/10/04 9 5/8" @2200' Drlg surf hole @2230' Caza 61

3/22/04 3/10/04 9 5/8" @2200' Drlg surf hole @2230' Caza 61

3/23/04
TD: 2230' Csg. 9 5/8" @2202' MW: 8.4 SD:3/X/04 DSS: 0
Rig down and move from Ouray 35-174 to Glen Bench 822-27I. Rig up Caza 61, 65% rigged
up. SDFN.

3/24/04
TD: 2202' Csg. 9 5/8" @2202' MW: 8.4 SD:3/X/04 DSS: 0
Finish rig up Caza 61. NU and test BOPE @report
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3/25/04
TD: 2600' Csg. 9 5/8" @2202' MW: 8.4 SD:3/24/04 DSS: 1
NU and test BOPE. PU PDC bit, mud motor and BHA. TIH. Attempt to break circulation.

Drill pipe plugged @Teledrift tool. TOOH and lay down Teledrift. TIH and drill cement
and FE. Rotary spud 7 7/8" hole @2230 hrs 3/24/04. Drill from 2202'-2600'. DA @report
time.

3/26/04
TD: 2797' Csg. 9 5/8" @2202' MW: 8.4 SD:3/24/04 DSS: 2
Drill from 2600'-2655'. Lost complete returns. Pump LCM pill. Drill to 2797'. Started
losing mud. POOH and LD mud motor. PU 8 ¾" bit and TIH. Ream from 2172'-2260' @
report time.

3/29/04
TD: 3820' Csg. 9 5/8" @2202' MW: 8.8 SD:3/24/04 DSS: 5
POOH and lay down 8 ¾" bit and PU 7 7/8" bit and MM. TIH and drill from 2729'-2862'.
Lost returns. Pump LCM pill. Drill to 2888' Lost returns. Drill to 3260'. Lost returns.

Pump LCM pill. Drill to 3518'. Well kicked, 87 bbl gain. Blew out flow line sensor. Shut
well in, repair sensor and circulate out gas. Build mud volume with 15% LCM. Continue to
circulate out gas and raise mud weight to 8.8ppg. Bring 8.8ppg mud around on choke.
Open well. No flow. Drill f/3518'-3820'. DA @report time.

3/30/04
TD: 4400' Csg. 9 5/8" @2202' MW: 9.2 SD:3/24/04 DSS: 6
Drill f/3820'-4366'. Change out Kelly Bushings. Drill to 4400'. DA @report time.

3/31/04
TD: 4448' Csg. 9 5/8" @2202' MW: 9.2 SD:3/24/04 DSS: 7
Drill f/4400'-4439'. Pump slug and TFNB and mud motor. TIH . Drill from 4439'-4440'.
Lost full returns. PU of bottom and build volume. Well started flowing, 27 bbl gain.
Circulate out gas. Drill to 4448' with partial returns. Shut down and continue to build
volume.

4/1/04
TD: 5045' Csg. 9 5/8" @2202' MW: 9.3 SD:3/24/04 DSS: 8
Drill f/4448'-5021'. Started losing mud to formation. Circulate across top and build volume.
Drill to 5045' with partial returns. Lost total of 300 bbls mud last 24 hrs.

4/2/04
TD: 5170' Csg. 9 5/8" @2202' MW: 9.3 SD:3/24/04 DSS: 9
Drill f/5045'-5087'. POOH and lay down mud motor and Teledrift tool. TIH and build
volume w/15% LCM. Hole stable. Drill from 5087'-5170' with full returns. DA @report
time.

4/5/04
TD: 5750' Csg. 9 5/8" @2202' MW: 9.4 SD:3/24/04 DSS: 12
Drill from 5170'-5600'. Top of Wasatch @5340'. Trip for PDC bit and Mud Motor. Drill
to 5750' with full returns @report time.

4/6/04
TD: 6125' Csg. 9 5/8" @2202' MW: 9.4 SD:3/24/04 DSS: 13
Drill from 5750'-6125'. DA @report time.

4/7/04
TD: 6615' Csg. 9 5/8" @2202' MW: 9.6 SD:3/24/04 DSS:
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Drill from 6125'-6615'. DA @report time.

4/8/04
TD: 7000' Csg. 9 5/8" @2202' MW: 9.5 SD:3/24/04 DSS: 15
Drill from 6615'-7000'. DA @report time.

4/12/04
TD: 7800' Csg. 9 5/8" @2202' MW: 9.6 SD:3/24/04 DSS: 19
Drill from 7000'-7315'. TFNB. Drill f/ 7315'-7335'. Lost 500 bbls. Build volume and pump
LCM slug. Drill f/ 7335'- 7754'. Rit torqued. TFNB. Drill f/ 7754'-7800'. DA @report
time.

4/13/04
TD: 8055' Csg. 9 5/8" @2202' MW: 9.7 SD:3/24/04 DSS: 20
Drill f/ 7800'-8055'. DA @report time. Note: Well will flow water when not circulating.

4/14/04
TD: 8335' Csg. 9 5/8" @2202' MW: 9.6 SD:3/24/04 DSS: 21
Drill f/ 8055'-8335'. DA @report time.

4/15/04
TD: 8620' Csg. 9 5/8" @2202' MW: 9.6 SD:3/24/04 DSS: 22
Drill f/ 8335'-8620'. DA @report time.

4/16/04
TD: 8830' Csg. 9 5/8" @2202' MW: 9.5 SD:3/24/04 DSS: 23
Drill fl 8620'-8649'. TFNB and MM. TIH to 2700' and spot LCM pill. TIH to TD. Drill
from 8649'-8830'. DA @report time.

4/19/04
TD: 8955' Csg. 9 5/8" @2202' MW: 9.4 SD:3/24/04 DSS: 26
Drill f/ 8830'-8955'. TD well at 8955' due to hole conditions. CCH for logs. POOH. Small
water flow during logs. Finish logging and TIH to 4600'. Attempt to break circulation.
Lost 365 bbls with no circ. Well flowing when not circulating. PUH into casing at 2588' and
attempt circ. No circ but well not flowing. Build volume and TIH to 4595. Tagged bridge.
Bit plugging. TFNB. TIH to 2751'. Mix and pump 30% LCM pill. Regained circ. TIH to
3218' and circ. Staging in hole @5 stand intervals. Wash from 4652'-4814'. TIH to 5358'
and circ. Staging in hole in 5 stand intervals @report time.

4/20/04
TD: 8955' Csg. 9 5/8" @2202' MW: 9.5 SD:3/24/04 DSS: 27
Finish TIH. CCH. RU laydown machine and begin POOH. Hole tight. Circ hi-vis pill.
POOH to 8655'. Hole tight. Kelly up and work pipe free. Circ 2nd hi-vis pill. POOH and
LDDP and DC @report time.

4/21/04
TD: 8955' Csg. 9 5/8" @2202' MW: 9.5 SD:3/24/04 DSS: 28
Finish LDDP and DC. Run 4 1/2" csg. Circulate and cement. Float did not hold. Pressure
up to 2750# and hold. Set slips and cut casing. Released rig at 0000 hrs on 4/21. Will move
rig to GBF 822-27H on 4/22/04. Prepare to move rig @ report time.

5/7/04 HELD SAFETY MEETING. PU TBG, NDWH, NUBOP, RU FLOOR & TBG EQUIP. PU &
RIH W/ 3-7/8" MILL & 277 JTS NEW 2-3/8" J-55 TBG. (SLM) TBG WAS DRIFTED. TAG
PBTD @8888'. CIRC WELL CLEAN W/ 140 BBLS 2% KCL WATER. POOH & LD (85) JTS
ON FLOAT. EOT @6170'. 4:00 PM
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NOTE: PRIOR TO MIRU, HALLIBURTON RAN A CBL-CCL-GR LOG FROM 8887'
TO SURF. CMT TOP @1900'. MAX RECORDED TEMP 217 DEG.

5/10/04 HELD SAFETY MEETING, PERF. EOT @6170'. FINISH POOH. STANDING BACK
TBG. LD MILL. RD FLOOR & TBG EQUIP. NDBOP, NU (2) 4-1/16" X 10K FRAC
VALVES. MIRU DBL JACK TESTERS, PT 4-1/2" CSG & FRAC VALVES TO 7500#.
(HELD GOOD) RDMO DBL JACK. MIRU CUTTERS. RIH W/ PERF GUNS & PERF
MV @8374'-8375', 8448'-8452', 8550'-8552' & 8651'-8657' USING 3-3/8" EXP GUNS,
23 GRAM CHARGES, 0.35, 90 DEG PHASING, 4 SPF, (52 HLS) POOH. RDMO
CUTTERS. PREP TO FRAC W/ BJ ON MONDAY 5/10/04. 3:00 PM, SWI-SDF WE

5/11/04 PROG: RIG CREW HELD SAFETY MEETING W/ BJ TESTED LINES TO 8300#
STAGE 1: BRK DN PERF @3414, PUMPED 55 BBLS @28.5 BPM @5620, ISIP:
2400#, FG: .72. SHOWED 11 HOLES OPEN, PUMPED 6 BBLS OF ACID & 285 BBL
OF 2% @36.4 BPM @4500#, ISIP: 2000#, FG: .67, ALL HOLES OPEN, PUMPED
1518 BBLS LIGHTNING 18 AND 197,599# 20/40 MESH, ISIP: 3150# FG: .80, NPI:
750#.
STAGE 2: RIH W/10K CBP & PERF GUNS TO 8250', SET CBP. PUH. PERF @8166
-8170', 4 SPF (16 HOLES); 8112' - 8114', 4 SPF (8 HOLES); 8020' - 8025', 4 SPF (20
HOLES); 7968'- 7970', 4 SPF (8 HOLES); 7920' - 7922', 4 SPF (8 HOLES), 60 TOTAL
HOLES 2 RUNS. BRK DN PERF @2765#, PUMPED 100 BBLS @37.5 BPM @
4350#, ISIP: 1600#, FG: .63, PUMPED 3021 BBLS LIGHTNING 18 AND 403,121#
20/40 MESH, ISIP: 2400#, FG: .73, NPI: 800#.
STAGE 3: RIH W/ 5K CBP TO 7770, SET CBP. PUH. PERF 7734' - 7740', 4 SPF (24
HOLES). PUH TO 7405' - 7408', 4 SPF (12 HOLES), 36 HOLE TOTAL, BRK DN
PERF @2694#, PUMPED 51 BBLS 2% @31.2 BPM @4030#, ISIP: 1650#, FG: .65.

PUMPED 1139 BBLS LIGHTNING 17 AND 149,273# 20/40 MESH, ISIP: 2750#, FG:
.80, NPI: 1100#.
STAGE 4; RIH W/ 5K CBP AND PERF GUNS TO 6903', SET CBP. PUH. PERF 6870'
- 6873', 4 SPF (12 HOLES). PUH. PERF 6470' - 6474', 4 SPF (16 HOLES), 28 TOTAL
HOLES. WHP: 96, BRK DN PERF @3100#, PUMPED 37 BBLS 2% @25.2 BPM @
2240#, ISIP: 900#, FG: .57, PUMPED 820 BBLS LIGHTNING 17 AND 123,510#20/40
MESH. ISIP: 2050#, FG: .74, NPI: 1150#. RD BJ. RIH W/ SK CBP TO 6200', SET
CBP. POOH. RD CUTTERS. ND FRAC VALVES. NU BOPS, SIW.TOTAL SD:
873,503#, TOTAL FLUID: 6498. SDFD @6 PM.

5/12/04 HELD SAFETY MEETING. DRLG EQUIP. WAIT 1 HR FOR WIND TO DIE DN.
RIH W/ 3 7/8" MILL TOOTH BIT, POBS W/ R NIPPLE & 193 JTS 2-3/8" TBG. EOT
@6180', RU SWVL. EST CIRC W/2% KCL WATER W/ RIG PMP.
DRLG CBP #1 @6200' DRILL OUT BAKER 5K CBP IN 5 MIN. 50# DIFF. RIH, TAG
SD @6873'. CO 30' SD.
DRLG CBP #2 @6903'. DRILL OUT BAKER 5K CBP IN 14 MIN. 600# DIFF. RIH,
TAG SD @7630'. CO 140' SD.
DRLG CBP #3 @7770'. DRILL OUT BAKER 5K CBP IN 15 MIN. 300# DIFF. RIH,
TAG SD @8220'. CO 30' SD.
DRLG CBP #4 @8250'. DRILL OUT BAKER 10K CBP IN 6 MIN. 200# DIFF. RIH,
TAG SD @8728'. CO 160' SD TO PBTD @8888'. CIRC WELL CLEAN. RD SWVL.
POOH & LD 22 JTS ON FLOAT. LAND TBG ON HANGER W/ 255 JTS NEW 2-3/8"
J-55 TBG. RD FLOOR & TBG EQUIP. NDBOP, NUWH, DROP BALL & PMP OFF
BIT @2200# EOT @8208.08', R NIPPLE @8206.66'. ORIGINAL LTR: 6498 BBLS.
AVG 10 MIN/PLUG & CO 360' SD. FLOW WELL TO PIT ON 24/64 CHK. FTP:
175#, SICP: 250#. 5:00 PM TURN WELL OVER TO FLOW BACK CREW. LTR: 5298
BBLS @5 PM. RD RIG. RACK EQUIP. FINAL REPORT FOR COMPLETION.

5/14/04 ACT:
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PROG: 7 AM (5/14/03): CP: 1950#; TP: 1360#; CHK: 24/64"; BOWPH: 10; NO
SAND; APPROX MCF: 4600. LOAD REC'D: 342 BBLS, REMAINING LTR: 3891
BBLS

5/17/04 PROG: WENT ON SALE 5/14/04, 7:30 AM, 2500 MCF, 16/64" CHK, SICP: 2200#,
FTP: 1900#, 10 BWPH.

ON SALES
5/14/04: 1679 MCF, 0 BC, 140 BW, TP: 1808#, CP: 2100#, 16/64" CHK, 20 HRS,
LP: 113#.
5/15/04: 2201 MCF, 0 BC, 115 BW, TP: 1796#, CP: 2100#, 16/64" CHK, 24 HRS, LP:
112#.
FINAL REPORT.

5/18/04 ON SALES
5/16/04: 2361 MCF, 0 BC, 135 BW, TP: 1753#, CP: 2050#, 16/64" CHK, 24 HRS,
LP:
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Form 3160-4 UNITED STATES FORM APPROVED

(August 1999) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires; November 30, 2000

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease ScrialNo.
U-28652

1a. Type of Well O Oil Well @ Gas Well O Dry O Other 6. If Indian, Allottee or Tribe Name

b. Type of Completion New Well O Workover O Deepen O Plug Back O Diff. Resvr.

Other 7. Unit or CA Agreement Name and No.

2. Name of Operator Contact: SHEILAUPCHEGO 8. Lease Name and WellNo.
WESTPORT OIL &GAS COMPANY L.P E-Mail:supchego@westportresourcescorp.c< m GLEN BENCH 822-271

3. Address 1368 SOUTH 1200 EAST 3a. Phone No. (include area code) 9. API Well No.
VERNAL,UT 84078 Ph: 435.781.7024 43-047-35236

4. Location of Well (Report location clearly and in accordance with Federalrequirements)* 10. Field and Pool, or Exploratory
Sec 27 TSS R22E Mer SLB GLEN BENCH

At surface NESE 2258FSL 588FEL l1. Sec., T., R., M., or Block and Survey

At top prod interval reported below
or Area Sec 27 T8S R22E Mer SLB

12. County or Parish 13. State
At total depth UINTAH UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
03/10/2004 04/19/2004 OD & ^ B Ready to Prod. 4824 GL

05/14/2004

18. Total Depth: MD 8955 19. Plug Back T.D.: MD 8888 20. Dei th Bridge Plug Sct: MD
TVD TVD TVD

21.,Type Electric & QtberMecþayicalLogs Run (Submit copy of eacht 22. Was well cored? No O Yes (Submit analysis)
A CBL-CCL-GRjf fgT -5¿.) ) p ,+f¿p Was DST run? No O Yes (Submit analysis)

Directional Survey? No O Yes (Submit analysis)

23. Casingand Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No. of Sks. & Slurry Vol.
Hole Size Size/Grade Wt. (#lft.) CementTop* Amount Pulled

(MD) (MD) Depth Typc of Cement (BBL)
12.250 9.625 H-40 32.3 2230 690
7.875 4.500 I-80 11.6 8955 1630

24. Tubing Record

Size Dcpth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth(MD) Size Depth Set (MD) Packer Depth (MD)

2.375 8208 | | |
25. Producing Intervals 26. PerforationRecord

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A) MESAVERDE 8374 8657 8374 TO 8657 52
B) MESAVERDE 7920 8170 7920 TO 8170 60
C) WASATCH 7405 7740 7405 TO 7740 36
D) WASATCH 6470 6873 6470 TO 6873 28
27. Acid, Fracture, Treatment, Cement Squeeze, Etc.

Depth Interval Amount and Type of Matcrial

8374 TO 8657 PMP 1518 BBLS LIGHTNING18 & 197,599#20/40 MESH

7920 TO 8170 PMP 3021 BBLS LIGHTNING 18 & 103,121#20/40 MESH

7405 TO 7740 PMP 1139 BBLS LIGHTNING 17 & 149,273#20/40 MESH

6470 TO 6873 PMP 820 BBLS LIGHTNING 17 & 123,510#20/40 MESH
28. Production - Interval A

Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

05/14/2004 05/20/2004 24 0.0 2997.0 130.0 FLOWS FROM WELL

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
Size Flwg. 1508 Press. Rate BBL MCF BBL Ratio

18/64 SI 0.0 0 2997 130 PGW

28a. Production - Interval B
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Product on BBL MCF BBL Corr. API Gravity

05/14/2004 05/20/2004 24 0.0 2997.0 130.0 FLOWS FROM WELL

Choke Tbg. Press. Csg. 24 Hr Oïl Gas Water Gas:Oil Well Status
Size Flwg. 1508 Press. Rate BBL MCF BBL Ratio

18/64 SI 0.0 0 2997 130 PGW

(SeeInstructions and spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #31299 VERIFIED BY THE BLM WELL INFORMATION SYSTEM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED**JUN
O3



0 0
28b. Production - Interval C

DateFirst Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr,APT Gravity

05/14/2004 05/20/2004 24 - 0.0 2997.0 130.0 FLOWS FROM WELL

Choke Tbg, Press, Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
size Fiws- 1508 Press. Rate BBL MCF BBL Ratio

18/64 SI 0.0 0 2997 130 PGW

28c. Production - Interval D
DateFirst Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

05/14/2004 05/20/2004 24 0.0 2997.0 130.0 FLOWS FROM WELL

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status

Size Flwg. 1608 Press. Rate BBL MCF BBL Ratio

18/64 si 0.0 0 0 2997 130 PGW

29. Disposition of Gas(Sold, used forfuel,vented, etc.)
SOLD

30. Summary of Porous Zones (Include Aquifers): 3l. Formation (Log) Markers

Showall important zones of porosity and contents thereof: Coredintervalsand all drill-stem
tests, including depth intervaltested, cushion used, time tool open, flowing and shut-in pressures
and recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

WASATCH 5297 7726
MESAVERDE 7726 7726

32. Additional remarks (include plugging procedure):
NO REMARK PROVIDED

33. Circle enclosed attacimients:

1. Electrical/Mechanical Logs (1 full set req'd.) 2. Geologic Report 3. DST Report 4. Directional Survey

5. SundryNotice for plugging and cement verification 6. Core Analysis 7 Other:

34. I hereby certify that the foregoing and attached informationis complete and correct as determined from all available records (see attached instructions):
Electronic Submission #31299Verified by the BLM Well Information System.

For WESTPORT OIL & GAS COMPANYL.P, sent to the Vernal

Name(please print) S LAUPCHEGO Title REGULATORYANALYST

Signature I Date 05/28/2004

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any departmentor agency
of the UnitedStatesany false, fictitious or fradulentstatements or representations as to any matter withm itsjurisdiction.

** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL



Form 3 160-5 U D STATES FORM APPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR EKpires Jnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS MULTIPLE WELLS- SEE ATTACHED
Do not use thIs form for proposals to dr¡II or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

MULTIPLE WELLS- SEE ATTACHED
1. Type of Well

O oil weli U Gas Well O Other 8. Well Name and No.
2. Name ofOperator MULTIPLEWELLS-SEE ATTACHED
WESTPORT OIL & GAS COMPANY, L.P. 9. API Well No.
3a. Address 3b. Phone No. (include area code) MULTIPLE WELLS- SEE ATTACHED
1368 SOUTH 1200 EAST, VERNAL,UTAH 84078 435-781-7060 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., I, R., M., or Survey Description) GLEN BENCH
MULTIPLE WELLS- SEE ATTACHED I 1. County or Parish, State

UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Q Acidize O Deepen Production (Start/Resume) Water Shut-Off

O Alter Casing O Fracture Treat Reclamation Well Inte¢ty

O Subsequent Report Q Casing Repair O New Construction O Recomplete Other VARIANCE
O Change Plans O Plug and Abandon Temporarily Abandon

O Final Abandonment Notice O Convert to Injection O Plug Back Water Disposal

13. DescribePoposed or CompletedOperations(clearly state all pertinentdetails,includingestimatedstartingdate of anyproposedworkandapproximatedumtionthereof
If the proposal is to deependirectionallyor recomplete horizontally,give subsurface locationsand measured and true vertical depths of all pertinent markers and zones.
Attach theBondunderwhich the workwill be performedor providethe Bond No. on file with BLM/BIA Requiredsubsequentreportsshall be filed within30 days
followingcompletionof the involval opetations. If the operationresultsin a multiple completion or recompletion in a new interval,a Form 316M shall be filed once
testinghas beencompleted. Final AbandonmentNotices shall be filed only after all requirements,including reclamation, have bem completed, and the operator has
determinedthat the site isreadyfor finalinspection.

Westport Oil & Gas requests a variance to Onshore Order No. 4, Part lll C. a. requiringeach sales tank be equipped with a pressure- vacuum thief
hatch and/or vent line valve. The variance is requested as an economic analysis shows the value of the shrunk condensate willnot payout the
incremental cost of purchasing and maintaining the valve resulting in a loss of value over the producing life of the well.

The volume lost to shrinkage by dropping thetankpressure from 6 ozs. To 0 psig Is shown to be 0.3% of the tank volume. This was determined by
lab analysis of a representative sample from the field. The sample shrunk from 98.82% of originalvolume to 98.52% when the pressure was
dropped. The average well produces approximately6 bbis condensate per month. The resulting shrinkage would amount to 0.56 bbls per month
lost volume due to shrinkage. The value of the shrunk and lost condensate does not recoup or payout the cost of installing and maintaining the
valves and other devices that hold the positive tank pressure. An economic run based on the loss and costs is attached. Westport Oil & Gas
requests approval of this variance in order to increase the value of the well to the operator and the mineral royalty owners.
14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed) Title
DEBRA DOMENICI ENVIRONMENTALASSISTANT

Signatu Date
July 9, 2004

THISSPACE FOR FEDERAL OR STATE USE
Approved by Titl Ef&

Conditions ofapprova1, ifany, are attached Approval of thisnotice does not warrant or O MMS Nocertify that the applicant holds legal or equitable titleto those rights in the subject lease Oil, Gas and Mining
which would entitle the applicant to conduct operations thereon.

I il
Title 18U.S.C.Section 1001, make it a crime for ange son knowin ency of the United Statesany
false,fictitiousor fraupttfönfitäfëiiiiiši tionsas anymatter



Westport Oil &Gas, LA
Project Economics Workyt
insirucilons: FIIIin blue L..A areas with before and after project data. The evaluation resuh.

are shown below and graphed automatically at the bottom of the page. Thissheet
isprotected to prevent accidental alteration of the formulas.See JTCfor changes.
OPX entered as annual costs and/oros unit OPXcosts for $/BF and $/MCF

Project Name: Condensafe Shrinkage Economics

is thisjob a well pull or producilon riglob TTT (Y or N)
BEFORE AFTER OlFFERENCE
5/Year $/Year 5/Year

Gross Oll Revenue $1,088 $1,099 $11
Gross Gas Revenue 50
NGL Revenue $0
PULIINGUNITSERVICE $0
WIREUNESERVICE $0
SUBSURFEQUIP REPAIRS
COMPANYLABOR $0
CONTRACT LABOR 0
CONTRSERVICE $0
LEASEFUELGAS $0
UTIUllES- ELECTRICITY $0 $0 $O
CHEMICAL TREATING SO
MATERIAL&SUPPLY Š0
WATER& HAULING $0
ADMINISTRATIVECOSTS $0
GAS PLANTPROCESSING

Totals Š0 350 350 increased OPX Per Year

Investmen! Breakdown:
Cap/Exp Oil Price $ 23.00 $/60

Code Cost. $ Gas Price 5/MCF
Capital $ 820/880/840 51.200 ElectricCost $/ HP / day
Expense $ 830/860 OPX/BF $/BF
Total $ OPX/McF $/McF

Production &OPXDetall:
Before ARer DINerence

oilProduction 0.192 soPo 0.194 BOPD 0.002 soPD
Gas Production MCFPD O MCFPD O MCFPD
Wtr Production BWPD BWPD BWPD
Horse Power HP HP HP
Fuel Gas Burned MCFPD MCFPD MCFPD

Project Life: Payout Calculation:
Life=| 20.0 ¡Years

(Ufeno longer than 20 years) Payout = Total Investment = 1
Sum[OPX + Incremental Revenue)Intemal Rate of Refum:

ARer Tax IROR mj #b|V/01 Payout occurs when totalATcashflow equals investment
seegraph below, note years when cashflow reaches zero

AT Cum Cashnow:
Operating Cashflow = ($2,917)(Discounted @ 10%) Payout =| NEVEli Yearsor | &VALUEl|Days

Gross Reserves:
Oli Reserves = 6 BO
Gas Reserves = 0 MCF
Gas Equiv Reserves = 38 MCFE

Notes/Assumpilons:
An crveraae NBUwell oroduces 0.192 Bcod with no tank Dressure. The producilon is increased to0.196 Bcod If4 ozs of uressureare placed on the tank.The Increased uroducilon does not navout thevalve cost or the estimated annual mainter ance costs.

Project' Condensate Shrinkage Economics

($500) - -- -
---

- - -

(‡1,000)
- -

($1,500) ---
--

($2,000) -···
--

----

($3,000)
-

(43,500)
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Project



O O
Westport Oil and Gas, Inc.

NBUIOurayFleid
RFL2003-022

COMPARISON OF FLASH BACK PRESSURES
Calculated by Characterized Equation-of-State

Flash Gas/Oil Specific Separator Separator
Conditions Ratio Gravityof Volume Volume

(sef/STbbl) Flashed Gas Factor Percent
psig °F (A) (Air=1.000) (B) (C)

Calculafed at Laboratory Flash Cond16ons

80 70 1.019
0 122 30.4 0.993 1.033 101.37%
0 60 0.0 - 1.000 98.14%

Calculated Flash with Backpressure using Tuned EOS

80 70 1.015
6.0 oz 65 24.6 0.777 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
4.0 oz 65 24.7 0.778 1.003 98.82%

0 60 0.0 - 1.000 98.52%

80 70 1.015
2.0 oz 65 24.7 0.779 1.003 98.82%

0 60 0.0 -- 1.000 98.52%

80 70 1.015
0 65 24.8 0.780 1.003 98.82%
0 60 0.0 - 1.000 98.52%

(A) CubicFeet of gas at 14.696 psia and 60 *Fper Barrelof Stock Tank Oilat 80 'F.
(B) Barrelsof oilat Indicated pressure and temperatureper Bandi of Stock TankOil at 60 *F,

(C) Oi volumeat indicated pressure and temperatureas a percentage of originalsaturated oilvolume.
Note: Bubblepointofsample inoriginalsample containerwas80 psig at 70' Fwith1 cc water

PENCOR Special FluidStudies Page 3 CORE



O O
ALLWELLS ROCKY MOUNTAIN GAS- GLEN BENCH ENARDO

VARIANCE

WELL LEGALS STF LEASE NO CA NUMBER API NO
FEDERAL 24-22 SESW SEC 22, T9S, R22E UTU28652 UTU28652 4304730610
GLEN BENCH FED 21-02 SESE SEC. 21, T8S, R22E U-28652 4304734091
GLEN BENCH FED 22-02 NWSW SEC 22, T8S, R22E UTU28652 UTU28652 4304734092
GLEN BENCH FED 822-27H SENE SEC 27, T8S, R22E UTU28652 4304735123
GLEN BENCH FED 822-27! NESE SEC 27, T8S, R22E UTU28652 4304735236
GLENN BENCHFED 22-03 NWSE SEC 22, T8S, R22E UTU28652 UTU28652 4304734093
GLENN BENCH FED 23-21 NESW SEC 21, T8S, R22E UTU28652 UTU28652 4304731007
GLENN BENCH FED 34-27 SWSE SEC 27, T8S, R22E UTU28652 UTU28652



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET 1· DJJ

2. CDW
X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 1/6/2006
FROM: (oldOperator): TO: ( New Operator):
N2115-Westport Oil & Gas Co., LP N2995-Kerr-McGee Oil & Gas Onshore, LP

1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078

Phone: 1-(435) 78 1-7024 Phone: 1-(435) 78 1-7024

CA No. Unit:
WELL NAME SEC TWN RN API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentationwas received from the FORMER operator on: 5/10/2006
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/10/2006
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 3/7/2006
4a. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181
4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
5b. Inspections of LA PA state/fee well sites complete on: n/a
5c. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 3/27/2006 BIA not yet

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 3/27/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 5/15/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 5/15/2006
3. Bond information entered in RBDMS on: 5/15/2006
4. Fee/State wells attached to bond in RBDMS on: 5/16/2006
5. Injection Projects to new operator in RBDMS on:
6, Receipt of Acceptance of Drilling Procedures for APD/New on: n/a Name Change Only
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: COl203
2. Indian well(s) covered by Bond Number: RLBOOO5239
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB0005236
a. The FORMER operator has requested a release of liability from their bond on: n/a rider added KMG

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 5/16/2006
COMMENTS:

KMG (Westport) FORM A.xis



' Form 3 160-5 UNITED STATES FORMAPPROVED
(August 1999) OMB No. 1004-0135

DEPARTMENT OF THE INTERIOR expiresJnovemter3o,2000
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRYNOTICESANDREPORTSON WELLS MULTIPLE LEASES
Do not use this form for proposals to dr/II or reenter an 6. If Indian, Allottee or Tribe Name
abandoned we/I. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Otherinstructíons on reverse side

I. Type of Well

O on wen U oasweli O Other 8. Well Name and No.
2. NameofOperator MUTIPLE WELLS
KERR-McGEE O/L& GAS ONSHORE LP 9. API Well No.
3a. Address 3b. Phone No. (include area code)

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage, Sec., T.,R., M., or Survey Description)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent O Acidize O Deepen Q Production (Start/Resume) Q Water Shut-OŒ

O ^iter casine O Fracture Treat O acciamation O wenIntegrity
Subsequent Report Q Casing Repair Q New Construction Q Recomplete Other CHANGE OF

O Change Plans O Plug and Abandon Q Temporarily Abandon OPERATOR
O Final Abandonment Notice O convertto injection O riussack O wateroisposai

13. Describe Proposedor CompletedOperations(clearly state all pertinentdetails,includingestimated starting date of anyproposedwork and approximate durationthereof
If the proposalis to deependirectionallyor recomplete horizontally,givesubsurfacelocationsand measuredand true vertical depths of all pertinentmarkets andzones.
Attach the Bond under which the work will be performedor providethe Bond No. on file with BLM/BIA Requiredsubsequent reports shallbe filed within30 days
followingcompletion of the involvedoperations. If the operationresultsin a multiplecompletion or recompletion in a new interval,a Fonn 31604 shallbe filedonce
testing has been completed. Final AbandonmentNoticesshall be filed only after all requirements, includingreclamation, have been completed, and the operator has
determinedthat the site isready for finalinspection.

PLEASE BE ADVISED THAT KERR-McGEE OIL & GAS ONSHORE LP, IS CONSIDERED TO BE THE RECElVED
OPERATOR OF THE ATTACHED WELL LOCATIONS, EFFECTIVE JANUARY 6, 2006.
KERR-McGEE OIL & GAS ONSHORE LP, IS RESPONSIBLE UNDER TERMS AND CONDITIONs MAYl 0 2006
OF THE LEASE(S) FOR THE OPERATIONS CONDUCTED UPON LEASE LANDS. BOND COVERAGE
IS PROVIDED BY STATE OF UTAH NATIONWIDEBOND NO. RLBOOO5237. I)lVOFOlL,GAS&MINING

ßCm'Bodo C'o/Ros APPROVED//g/L6

Na rinted/Typed) Title Earlene Russell,EngineeringTechnlolan
Y AYg DRILLINGMANAGER

ture / / Date
May 9, 2006

I THISSPACE FOR FEDERAL OR STATEUSE
Approved by Title Date

Cottiitions of approval, ifany, are attacled. Approval ofthis notice does not warrant or Office
certify that the applicant holds legal or equitable titleto thoserights in the subject lease
which would entitle the applicant to conduct operations thereon.
Title 18 U.S.C.Section 1001,make it a crime forany personknowinglyand willfully to make to any departmentor agencyofthe UnitedStatesany
false, fictitiousor fraudulentstatementsor representations as toany matter within itsjurisdiction.

(Instructions on



• Form3160-5 UNITED STATES F°*M^PYR°YED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Explosinovember3o,2000

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICESANDREPORTS ONWELLS MULTIPLELEASES

Do not use this form for proposals to dr/II or reenter an 6. If Indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement,Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on toverse side

1. Type of Well

O on wen U aaswen O Other 8. Well Name and No.
2. NameofOperator MUTIPLE WELLS
WESTPORT OIL &GAS COMPANY L,P, 9. API Well No.
3a. Address 3b. Phone No. (include area code)

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage, Sec., T.,R., M, or Survey Description)

I l. County or Parish, State
SEE ATTACHED

UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMÏSSION TYPE OF ACTION

O Notice of intent O Acidize Deepen Q Production (Stardesume) Water Shut-OŒ

O ^uer casins O Fr2cture Treat O Reclamation Wen Integy
Subsequent Report Q Casing Repair O New Construction O Recomplete Other CHANGE OF

O changePlans O Plug and Abandon Q Temporarily Abandon OPERATOR
O Final Abandonment Notice Convert to Injection O riossack O wateroisposai

13. DescribeProposedor CompletedOperations(cleady state all pertinentdetails,includingestimated starting dateof any proposedwork and approximate durationthereof
if the proposalis to deepen directionallyor recomplete horizontally,give subsurfacelocationsand measured and true vertical depths of all pertinentmarketsand zones.
Attach the Bond under which the work will be performedor providethe BondNo. on file with BLM/BIA Requiredsubsequentreports shall be filedwithin 30 days
followingcompletionof the involvedoperations. If the operationresults in a multiplecompletion or recompletion in a newinterval,a Fonn 3160-4shall be filedonce
testing has been completed. Final AbandonmentNotices shall be filed only after all requirements, includingreclamation, have been completed, and the operatorhas
determinedthat the site isready for finalinspection.

EFFECTIVE JANUARY 6, 2006, WESTPORT OIL & GAS COMPANY L.P., HAS RELtNQUISHED
THE OPERATORSHIP OF THE ATTACHED WELL LOCATIONS TO KERR-McGEE OIL & GAS
ONSHORELP

APPROVED J /.,#,ÂL RECElVEDSA MAYl 02006Division of Olt,GasandMining
Earlene Russell, EngineeringTechnician DivnF Ol\,9M' A MNQ14. I hereby certify that the foregoing is true and correct

Name(Printed/Typed) Title

BRAD LANEY ENGlNEERING SPECIALIST
Signature Date

May9, 2006
THISSPACE FOR FEDERAL OR STATEUSE

A ved b Title Date

Conditionsof appio , ifa , are Approval of thisnotice does not warrant or Ofñce
certify thatthe applicant holds leg equitable title to those rights in thesubject lease
which would entitle theapplicant to conduct operations thereon.
Title 18U.S.C.Section 1001,make it a crime forany personknowinglyand willfully tomaketo anydepartmentor agency ofthe UnitedStatesany
false,fictitiousor fraudulentstatements or representations asto anymatterwithin itsjurisdiction.

(Instructions on



United States Department of the Interior
BUREAUOF LANDMANAGEMENT

Colorado State Office
2850 YoungfieldStreet

Lakewood,Colorado80215-7076
1NREPLYREFERTO:

CO922 (MM)
3106
COCO17387 et. al.

March 23, 2006

NOTICE

Kerr-McGee Oil & Gas Onshore L.P.
1999 Broadway, Suite 3700 : Oil & Gas
Denver, CO 80202

Merger/Name Change - Recognized

On February 28, 2006 this office received acceptable evidence of the following mergers and name
conversion:

Kerr-McGee Oil & Gas Onshore L.P., a Delaware Limited Partnership, and Kerr-McGee
Oil & Gas Onshore LLC, a Delaware Limited Partnership merger with and into Westport
Oil and Gas Company L.P., a Delaware Limited Partnership, and subsequent Westport
Oil & Gas Company L.P. name conversion to Kerr-McGee Oil & Gas Onshore L.P.

For our purposes the merger and name conversion was effective January 4, 2006, the date the
Secretary of State of Delaware authenticated the mergers and name conversion.

Kerr-McGee Oil & Gas Onshore L.P. provided a list of oil and gas leases held by the merging
parties with the request that the Bureau of Land Management change alltheir lease records from
the named entities to the new entity, Kerr-McGee Oil & Gas Onshore L.P. In response to this
request each state is asked to retrievetheir own list of leases in the names of these entities from
the Bureau of Land Management's (BLM)automated LR2000 data base.

The oil and gas lease files identified on the list provided by Kerr-McGee Oil &Gas Onshore L.P.
have been updated as to the merger and name conversion. We have not abstracted the lease files
to determine if the entities affected by the acceptance of these documents holds an interest in the
lease, nor have we attempt to identify leases where the entity is the operator on the ground that
maintains vested record titleor operating rights interests. Ifadditional documentation, for change
of operator, is required you will be contacted directly by the appropriate Field Office. The Mineral
Management Services (MMS) and other applicableBLMoffices were notified of the merger with a
copy of thisnotice

Please contact thisoffice if you identify additional leases where the merging party maintains an
interest, under ourjurisdiction,and we willdocument the case files witha copy ofthisnotice. Ifthe
leases are under thejurisdictionof another State Office that information willbe forwarded to them
for their



Three ridersaccompanied the merger/name conversion documents whichwilladd Kerr-McGee Oil
and Gas Onshore LLCas a principal to the 3 Kert-McGee bonds maintainedby the Wyoming State
Office. These riders willbe forward to themfor theiracceptance.

The Nationwide Oil & Gas Continental Casualty Company Bond #158626364 (BLM Bond
#CO1203), maintained by the Colorado State Office, will remain in fullforce and effect untilan
assumption rider is accepted by theWyoming State Office thatconditionstheirNationwide Safeco
bond to accept all outstanding \\abliityon the oil and gas leases attached to the Colorado bond.

Ifyou have questions about thisaction you may call me at 303.239.3768.

/s/Martha L. Maxwell
Martha L. Maxwell
Land Law Examinar
Fluid Minerals Adjudication

Attachment:
List of OG Leases to each of the following offices:
MMS MRM, MS 357B-1
WY, UT, NMIOKITX,MTIND,WY State Offices
CO Field Offices

Wyoming State Office
Rider #1 to Bond WY2357
Rider #2 to Bond WY1865
Rider #3 to Bond



United States Department of the Interior

BUREAU OF LAND MANAGEMENT p där
Utah State Office ÉCA
P.O.Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-922)

March 27, 2006

Memorandum

To: Vernal Field Office

From: Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the merger recognized by the Bureau of Land Management,
Colorado State Office. We have updated our records to reflect the merger from Westport Oil and
Gas Company L.P. into Kerr-McGee Onshore Oil and Gas Company. The merger was approved
effective January 4, 2006.

Chief, Branch of
Fluid Minerals

Enclosure
Approval letter from BLM COSO (2 pp)

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie Seare
Dave Mascarenas
Susan Bauman
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